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PROJECT

OWNER

West Park
Pergola Restoration
Miller Ave.
Ann Arbor, MI

Parks & Recreation - City of Ann Arbor
301 E. Huron, City Hall Building
Ann Arbor, MI 48107

(734) 794-6230PH:
FAX:

NORTH

Sheet and Consultant Index
Architectural

ph:  248.449.3564
fax:  248.449.6984
contact:  Ken Van Tine, AIA, LEED AP

inFORM Studio
235 E Main Street
Suite 102B
Northville, MI, 48167

T.300 Titlesheet

T300

TI
TL

E 
SH

EE
T

Owner

ph:  734.794.6230

contact:  Amy Kuras

Parks & Recreation - City of Ann Arbor
301 E. Huron, City Hall Building
Ann Arbor, MI, 48107

PERGOLA SITE

W. Huron Street

Felch Street

Miller Avenue

Fo
un

ta
in

 S
tre

et

Sp
rin

g 
St

re
et

Ch
ap

in 
St

ree
t

N.
 7

th
 S

tre
et

A.300 Site Plan & Demolition Plan
A.301 Floor Plan & Entablature Plan
A.302 Pergola Elevations - Demolition & New Work
A.303 Pergola  Base Photographs
A.304 Pergola Base Photographs
A.305 Pergola Cornice Photographs
A.306 Cornice Plan & Sections
A.307 Enlarged Plans, Details & Sections

BID ALTERNATE #4  - REMOVE  EX. 12" Ø CONCRETE  FOOTING AND REPLACE WITH
NEW 12" Ø X  5 FOOT CONCRETE FOOTING OR DEPTH
REQUIRED TO PROVIDE 3 FEET OF GROUND COVER AT THE
BOTTOM 12" OF THE FOOTING -SET TOP LEVEL WITH TOP OF
FOOTING TO THE WEST

BID ALTERNATE #3 - REMOVE EX. BEAM FRAMING AND RE-BUILD WITH NEW
PRESSURE TREATED WOOD TO MATCH EX. FRAMING MEMBER
SIZES AND COMPOSITION

BID ALTERNATE #2 - 12" X 24" X 1
2" PORCELAIN TILE - MONOLITH BLACK BY

MARAZZI ON RAISED CONCRETE COLUMN SLAB.

BID ALTERNATE #1 - 24" X 24" X 1
2" PORCELAIN TILE ON LOWER WALKING SURFACE -

MONOLITH GREY BY MARAZZI IN LIEU OF CONCRETE PAVERS.

Bid Alternates
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A300
01

NO SCALE
SITE PLAN

A300

SI
TE

 P
LA

N 
&

DE
M

O
LI

TI
ON

 P
LA

N

REMOVE EXISTING QUARRY TILE
AND SETTING MATERIAL DOWN TO
EXISTING CONCRETE SLAB - PREP
SLAB FOR SMOOTH SURFACE
FREE OF HUMPS AND
PROJECTIONS - ABRADE SURFACE.
- INSTALL NEW PORCELAIN TILE
OR CONCRETE PAVERS AS
SELECTED BY OWNER

KEY NOTES:

REMOVE LOOSE AND SPALLING
CONCRETE MATERIAL FROM
CONCRETE BASE - PREPARE
CONCRETE SURFACE FOR PATCH
MATERIAL - PATCH WITH SPEED
CRETE RED LINE BY THE EUCLID
CHEMICAL CO. -PAINT TO MATCH
EXISTING FINISH TEXTURE & COLOR

REMOVE EXISTING WOOD TRIM
AND MOLDINGS DOWN TO
STRUCTURAL FRAMING
MEMBERS - REPLACE WITH NEW
PVC TRIM WITH SMOOTH
SURFACE, EQUAL TO AZEK OR
CERTAINTEED, MATCH EXISTING
TRIM SIZE AND PROFILE AS
CLOSELY AS POSSIBLE - SUBMIT
MOLDING PROFILES TO OWNER
FOR APPROVAL PRIOR TO
ORDERING MATERIAL - PAINT TO
MATCH EXISTING COLOR

EX. CONCRETE BASE -
POWERWASH & REPAIR ANY
CRACKS

PROVIDE SEALANT BETWEEN
JOINTS OF TRIM AND ALL
DISSIMILAR MATERIALS

A.03

A.02

A.01A.01A.03
A.02

A.02

A.02

A.04

A.04

A.04

A.04

A.03

A.05

A.06

A300
02

1/8" = 1'-0"
DEMO KEY PLAN

A300
03

EXISTING CONCRETE COLUMN -
POWERWASH, CLEAN AND PAINT
TO MATCH EX. COLOR

A.04

A300
03

1/4" = 1'-0"
DEMOLITION FLOOR PLAN

6'-0"
(EX. CONC.

WALK)

Miller Avenue

WEST PARK

PERGOLA SITE

REMOVE EXISTING CONCRETE
SIDEWALK AND PREPARE
BASE FOR NEW 4" CONCRETE
WALK - SEE SHEET A301 FOR
EXTENT OF NEW WORK.

A.07

A.07

A.07

22
'-6

1 2"
LE

NG
TH

 O
F 

CO
NC

RE
TE

 W
AL

K
TO

 B
E 

RE
M

OV
ED

VE
RI

FY
 IN

 F
IE

LD

9'-
11

1 2"
LE

NG
TH

 O
F 

CO
NC

RE
TE

W
AL

K 
TO

 B
E 

RE
M

OV
ED

VE
RI

FY
 IN

 F
IE

LD

6'-0"

18'-10"

2'-4" 3'-7" 7'-0" 3'-7" 2'-4"

6'-0"
(EX. CONC. WALK)

6'-5"
6'-0"

(EX. CONC. WALK) 6'-5"

9'-
11

1 2"
(E

X.
 C

O
NC

. W
AL

K)
4"

4'-
2"

A.07

3'-
51 2"5'-11

2"

DOWN

EXISTING CONCRETE WALK TO REMAIN

NOTE:
PREPARE ALL CONCRETE SURFACES
TO BE PATCHED AND REPAIRED IN
ACCORDANCE WITH EUCLID
CHEMICAL COMPANY REQUIREMENTS
- MECHANICALLY ABRADE THE
SURFACE TO ACHIEVE SURFACE
PROFILE EQUAL TO CSP 6-8 IN
ACCORDANCE WITH ICRI GUIDELINE
310.2. PROPERLY CLEAN PROFILED
AREA. CONRETE SHOULD BE PRIMED
WITH A SPRAY OR COAT OF
DURALPREP AC. THE PRIMER COAT
MUST BE ALLOWED TO THOROUGHLY
DRY PRIOR TO APPLICATION OF
SPEED CRETE RED LINE.

EXISTING PRESSURE TREATED
WOOD LANDING, FRAMING, POSTS

AND RAIL TO BE REMOVED.

SAWCUT AND REMOVE PORTION OF
EXISTING PERGOLA CONCRETE SLAB.
MAINTAIN A STRAIGHT LINE TO FACILITATE
CLEAN INSTALLATION OF THE TILE.

51 2"

2'-
0"

8'-
01 2"

1'-
01 2"

A.03

EXISTING SHRUBS (14 TOTAL)
TO BE REMOVED.  PREPARE

FOR RE-GRADE AND SEEDING

EXISTING SHRUBS (14 TOTAL)
TO BE REMOVED.  PREPARE

FOR RE-GRADE AND SEEDING

EXISTING HOSTA PLANTS TO
REMAIN - DO NOT DISTURB

REMOVE EXISTING BENCH -
RETAIN FOR OWNER'S
DECISION FOR RE-USE OR
DISPOSAL

A.08

A.08 A.08
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A301

FL
O

O
R 

PL
AN

 &
CO

RN
IC

E 
PL

AN

A301
01

1/8" = 1'-0"
DEMO KEY PLAN

A301
02

A301
02

1/4" = 1'-0"
FLOOR PLAN

6'-0"
(EX. CONC.

WALK)

22
'-6

1 2"
LE

NG
TH

 O
F 

NE
W

 C
ON

CR
ET

E 
W

AL
K

VE
RI

FY
 IN

 F
IE

LD

9'-
01 2"

6'-0"

2'-
0"

8'-
01 2"

1'-
01 2"

18'-10"

2'-4" 3'-7" 7'-0" 3'-7" 2'-4"

6'-0"
(NEW. CONC. WALK)

6'-5"
6'-0"

(NEW CONC. WALK) 6'-5"

9'-
07 8"

1 2"

4'-
61 8"5'-11

2"

DOWN

A.01

A.02

A.04

A.04

A301
04

A301
04

A301
03

A301
03

1 1/2" = 1'-0"
SECTION DETAIL
EXISTING WALK TO NEW WALK

A301
04

1 1/2" = 1'-0"
SECTION DETAIL
EXISTING WALK TO NEW WALK

LOWER WALK - SURFACE FINISH
BASE BID - 2" CEMENT PAVERS OVER

EXISTING CONCRETE SLAB

BID ALTERNATE #1 - 24" X 24" X 1
2" PORCELAIN

TILE - MONOLITH GREY BY MARAZZI OR
APPROVED EQUAL.

RAISED COLUMN SLAB - SURFACE FINISH
BASE BID - REPAIR ANY CRACKS AND

POWERWASH EX. CONCRETE BASE - PATCH
WITH SPEED CRETE RED LINE BY THE

EUCLID CHEMICAL CO. - PAINT TO MATCH
EXISTING FINISH TEXTURE & COLOR

BID ALTERNATE #2 - 12" X 24" X 1
2"

PORCELAIN TILE - MONOLITH BLACK BY
MARAZZI OR APPROVED EQUAL.

4"
4"

1"

4"
2"

1
4"103

4"

11"
NEW CONC. SLABEXISTING CONC. WALK

3" 2" 6" 6" 2"

NEW 4" CONCRETE WALK WITH BROOM FINISH OVER 4"
COMPACTED SAND - HOLD ABOVE ADJACENT SLAB TO
MATCH HEIGHT OF NEW CONCRETE PAVER OR PORCELAIN
TILE AT PERGOLA SLAB - COORDINATE MATERIAL
THICKNESS PRIOR TO POUR.

DOWEL INTO EXISTING SLAB
WITH 10" LONG #4 BARS @ 32"

O.C.  DRILL AND EPOXY - 5"
PENETRATION.

DOWEL NEW CONC. WALK INTO EXTENDED PERGOLA
SLAB WITH 10" LONG #4 BARS @ 32" O.C. - 5"
PENETRATION.

1 2"
3 8"

4"

NEW 4" CONCRETE WALK WITH BROOM FINISH
OVER 4" COMPACTED SAND FILL

GRADE - HOLD 1" BELOW
TOP OF CONC. WALK

A301
05

1" = 1'-0"
ENLARGED PLAN
TYPICAL BROOM FINISH

2"
2"

2"

BROOM FINISH

2" TROWELLED EDGE
MARGIN (TYPICAL)

CONTROL JOINT

A.04

11
"

NE
W

CO
NC

.

12
'-0

"

NEW 4" CONCRETE WALK
WITH BROOM FINISH
OVER 4" COMPACTED
SAND

NEW 4" CONCRETE WALK WITH BROOM
FINISH OVER 4" COMPACTED SAND

A.04

LOWER WALK - SURFACE FINISH
BASE BID - 2" CEMENT PAVERS OVER
EXISTING CONCRETE SLAB

BID ALTERNATE #1 - 24" X 24" X 1
2" PORCELAIN

TILE - MONOLITH GREY BY MARAZZI OR
APPROVED EQUAL.

NEW 4" CONCRETE WALK WITH
BROOM FINISH OVER 4"

COMPACTED SAND

A301
05

TYP.

HATCHED AREA INDICATES
RAISED GRADE AT WALK AND

ADJACENT LANDSCAPE TO MATCH
HEIGHT OF EXISTING PRESSURE

TREATED WOOD LANDING AND
REPAIR EXTENDED PERGOLA

SLAB

EXISTING CONCRETE WALK TO
REMAIN

EXISTING HOSTAS TO REMAIN -
PROVIDE 4" DEEP HARDWOOD
MULCH AT EXISITNG PLANTING
BED.

GRADE AND SEED HATCHED
AREA DISTURBED BY REMOVAL

OF SHRUBS

6'-0" +/-
V.I.F.

6'-0" +/-
V.I.F.

2'-0" +/-
V.I.F.

2'-0" +/-
V.I.F.

A307
3

A307
01

PROVIDE CRACK-ISOLATION
MEMBRANCE OVER EXISTING CONC.

SLAB - SIMILAR OR EQUAL MAPEI
MAPELASTIC™ AQUADEFENSE OR

APPROVED EQUAL.

PROVIDE CRACK-ISOLATION MEMBRANCE
OVER EXISTING CONCRETE SLAB TILE EXPANSION JOINT

TILE EXPANSION JOINT

TILE EXPANSION JOINT

TILE EXPANSION JOINT
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A301
01

1/4" = 1'-0"
NORTH ELEVATION

A301
02

1/4" = 1'-0"
EAST ELEVATION

A301
03

1/4" = 1'-0"
SOUTH ELEVATION

A301
04

1/4" = 1'-0"
WEST ELEVATION

A302

PE
RG

O
LA

 E
LE

VA
TI

ON
S

DE
M

O
LT

IO
N 

& 
NE

W
 W

OR
K

KEY NOTES:

REMOVE LOOSE AND SPALLING CONCRETE
MATERIAL FROM  CONCRETE BASE - PREPARE
CONCRETE SURFACE FOR PATCH MATERIAL -
PATCH WITH SPEED CRETE RED LINE BY THE
EUCLID CHEMICAL CO. -PAINT TO MATCH EXISTING
FINISH TEXTURE & COLOR

REMOVE EXISTING WOOD TRIM  AND MOLDINGS DOWN
TO STRUCTURAL FRAMING MEMBERS - REPLACE WITH
NEW PVC TRIM WITH SMOOTH SURFACE, EQUAL TO
AZEK OR CERTAINTEED, MATCH EXISTING TRIM SIZE
AND PROFILE AS CLOSELY AS POSSIBLE - SUBMIT
MOLDING PROFILES TO OWNER FOR APPROVAL PRIOR
TO ORDERING MATERIAL - PAINT TO MATCH EXISTING
COLOR

EX. CONCRETE BASE - POWERWASH & REPAIR ANY
CRACKS

EXISTING CONCRETE COLUMN - POWERWASH, CLEAN
AND PAINT TO MATCH EX. COLOR

A.03

A.04

A.02

A.01

A.05

A.06

0'-0"
TOP OF SLAB

10'-5 1
2" ± V.I.F.

TOP OF COLUMN

12'-2"± V.I.F.
TOP OF PERGOLA

A.01

0'-0"
TOP OF SLAB

10'-5 1
2" ± V.I.F.

TOP OF COLUMN

12'-2"± V.I.F.
TOP OF PERGOLA

0'-0"
TOP OF SLAB

10'-5 1
2" ± V.I.F.

TOP OF COLUMN

12'-2"± V.I.F.
TOP OF PERGOLA

0'-0"
TOP OF SLAB

10'-5 1
2" ± V.I.F.

TOP OF COLUMN

12'-2"± V.I.F.
TOP OF PERGOLA

A.01

A.01

A.02

A.02

A.01

A.02

A.03

A.03
A.03

A.03
A.03 A.03

A.04 A.04

A.04
A.04

PROVIDE SEALANT BETWEEN JOINTS OF TRIM AND
ALL DISSIMILAR MATERIALS

A.06

NOTE:
PREPARE ALL CONCRETE SURFACES TO BE PATCHED AND
REPAIRED IN ACCORDANCE WITH EUCLID CHEMICAL
COMPANY REQUIREMENTS - MECHANICALLY ABRADE THE
SURFACE TO ACHIEVE SURFACE PROFILE EQUAL TO CSP
6-8 IN ACCORDANCE WITH ICRI GUIDELINE 310.2.
PROPERLY CLEAN PROFILED AREA. CONRETE SHOULD BE
PRIMED WITH A SPRAY OR COAT OF DURALPREP AC. THE
PRIMER COAT MUST BE ALLOWED TO THOROUGHLY DRY
PRIOR TO APPLICATION OF SPEED CRETE RED LINE.

REMOVE EXISITNG CONCRETE SIDEWALK AND
PREPARE BASE FOR NEW 4" CONCRETE WALK - SEE
SHEET A301 FOR EXTENT OF NEW WORK.

A.07

A.07

A.07

A.07

A.07

51
2"

SAWCUT AND REMOVE PORTION OF
EXISTING PERGOLA CONCRETE SLAB.

MAINTAIN A STRAIGHT LINE TO FACILITATE
CLEAN INSTALLATION OF THE TILE.

51
2"

A306
02/03

A306
02/03

A.06

A.06 A306
02/03

TYP.

A.06 A306
02/03

A301
03

A301
03

SIM

TYP.

TYP.

TYP.
NEW 2X6 PVC RAFTER WITH SMOOTH
SURFACE, EQUAL TO AZEK OR
CERTAINTEED

NEW 2X2 PVC CROSS-RAFTER
WITH SMOOTH SURFACE, EQUAL
TO AZEK OR CERTAINTEED

NEW 2X2 PVC CROSS-RAFTER
WITH SMOOTH SURFACE, EQUAL
TO AZEK OR CERTAINTEED

NEW 2X6 PVC RAFTER WITH SMOOTH
SURFACE, EQUAL TO AZEK OR
CERTAINTEED

NEW 2X2 PVC CROSS-RAFTER
WITH SMOOTH SURFACE, EQUAL
TO AZEK OR CERTAINTEED

NEW 2X6 PVC RAFTER WITH SMOOTH
SURFACE, EQUAL TO AZEK OR
CERTAINTEED

NEW 2X2 PVC CROSS-RAFTER
WITH SMOOTH SURFACE, EQUAL
TO AZEK OR CERTAINTEED

NEW 2X6 PVC RAFTER WITH SMOOTH
SURFACE, EQUAL TO AZEK OR
CERTAINTEED

LOWER WALK - SURFACE FINISH
BASE BID - 24" X 24" CEMENT PAVERS OVER EXISTING
CONCRETE SLAB

BID ALTERNATE #1 - 24" X 24" X 1
2" PORCELAIN TILE -

MONOLITH GREY BY CIOT OR APPROVED EQUAL.

RAISED COLUMN SLAB - SURFACE FINISH
BASE BID - REPAIR ANY CRACKS AND POWERWASH EX.
CONCRETE BASE - PATCH WITH SPEED CRETE RED LINE
BY THE EUCLID CHEMICAL CO. - PAINT TO MATCH
EXISTING FINISH TEXTURE & COLOR

BID ALTERNATE #2 - 12" X 24" X 1
2" PORCELAIN TILE -

MONOLITH BLACK BY CIOT OR APPROVED EQUAL.

REMOVE EXISTING QUARRY TILE AND SETTING MATERIAL
DOWN TO EXISTING CONCRETE SLAB - PREP SLAB FOR
SMOOTH SURFACE FREE OF HUMPS AND PROJECTIONS -
ABRADE SURFACE. - INSTALL NEW PORCELAIN TILE OR
CONCRETE PAVERS AS SELECTED BY OWNER
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A302
01

1/4" = 1'-0"
KEY FLOOR PLAN

A303
A

NO SCALE
BASE PHOTO

A303
B

NO SCALE
BASE PHOTO

A303
E

NO SCALE
BASE PHOTO

A303
F

NO SCALE
BASE PHOTO

A303
D

NO SCALE
BASE PHOTO

A303
C

NO SCALE
BASE PHOTO

A303

A

A303B

A303

D

A303
E

A303
F

A303

PE
RG

O
LA

BA
SE

 P
HO

TO
GR

AP
HS

A303

C

KEY NOTES:

REMOVE LOOSE AND SPALLING CONCRETE
MATERIAL FROM  CONCRETE BASE - PREPARE
CONCRETE SURFACE FOR PATCH MATERIAL -
PATCH WITH SPEED CRETE RED LINE BY THE
EUCLID CHEMICAL CO. -PAINT TO MATCH
EXISTING FINISH TEXTURE & COLOR

REMOVE EXISTING WOOD TRIM  AND MOLDINGS
DOWN TO STRUCTURAL FRAMING MEMBERS -
REPLACE WITH NEW PVC TRIM WITH SMOOTH
SURFACE, EQUAL TO AZEK OR CERTAINTEED,
MATCH EXISTING TRIM SIZE AND PROFILE AS
CLOSELY AS POSSIBLE - SUBMIT MOLDING
PROFILES TO OWNER FOR APPROVAL PRIOR
TO ORDERING MATERIAL - PAINT TO MATCH
EXISTING COLOR

EX. CONCRETE BASE - POWERWASH & REPAIR
ANY CRACKS

EXISTING CONCRETE COLUMN - POWERWASH,
CLEAN AND PAINT TO MATCH EX. COLOR

A.03

A.04

A.02

A.01

A.05

A.06

A.01 A.01

A.01

A.02A.02

A.02

A.01

A.02

PROVIDE SEALANT BETWEEN JOINTS OF TRIM
AND ALL DISSIMILAR MATERIALS

A.03

A.03

A.03

A.03

A.03

A.04

A.04

A.04

A.06

A.06

A.06

REMOVE EXISITNG CONCRETE SIDEWALK AND
PREPARE BASE FOR NEW 4" CONCRETE WALK -
SEE SHEET A301 FOR EXTENT OF NEW WORK.

A.07

REMOVE EXISTING QUARRY TILE AND SETTING
MATERIAL DOWN TO EXISTING CONCRETE SLAB -
PREP SLAB FOR SMOOTH SURFACE FREE OF
HUMPS AND PROJECTIONS - ABRADE SURFACE. -
INSTALL NEW PORCELAIN TILE OR CONCRETE
PAVERS AS SELECTED BY OWNER

BID ALTERNATE #2
12" X 24" X 1

2" PORCELAIN TILE
- MONOLITH BLACK BY
MARAZZI OR APPROVED
EQUAL.

LOWER WALK - SURFACE FINISH
BASE BID - 2" CEMENT PAVERS
OVER EXISTING CONCRETE SLAB
EQUAL TO BELGARD SLAB
PAVER; COLOR: LIGHT GREY/
DARK GREY/ CHARCOAL

BID ALTERNATE #1
24" X 24" X 1

2" PORCELAIN TILE -
MONOLITH GREY BY MARAZZI
OR APPROVED EQUAL.

BASE BID

BID ALTERNATE

RAISED COLUMN SLAB:
PATCH & REPAIR CONCRETE
SURFACES

A.08

A.08

A.08

REMOVE EXISTING BENCH - RETAIN FOR
OWNER'S DECISION FOR RE-USE OR DISPOSAL
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