Construction Notes

1. The contractor shall visit the site and verify all conditions prior to submitting a bid for construction.

2. Contractor shall read all plans and specifications completely and bring any discrepancies to the attention of the City immediately upon discovery and prior to the commencement of any further work.

3. Contractor shall obtain all permits required to complete the work prior to commencement of construction.

4. Contractor shall notify owner at least 2 days prior to commencement of construction.

5. Contractor is responsible for all construction staking and layout.

6. Color coat shall be applied to edge of pavement and over concrete footings.

7. Exact shade of color coat shall be approved by City prior to application.

8. Contractor shall sawcut asphalt and concrete where marked to provide a clean edge for paving.

9. Site shall be kept safe at all times. Any excavation shall be fenced to prevent public from entering site.

10. Contractor may not park under dripline of trees.

11. Contractor shall contact MissDig prior to any excavation at (800) 482-7171 or (248) 874-3400.
Tree shall bear same relation to finish grade as it bore to previously existing grade.

Planting mix as specified.

Remove twine and/or nylon rope from base of trunk. Peel back and remove top 1/3 of burlap from root ball.

3" Earth saucer

Tree wrap

4" Hardwood mulch as specified

Remove twine and/or nylon rope from base of trunk. Peel back and remove top 1/3 of burlap from root ball.

Planting mix as specified

Undisturbed soil

3" Bituminous paving 36A and 13A in 2 lifts

Supply topsoil to new grade of asphalt and feather to existing grade.

8" 21AA Limestone Compacted

Compacted sub-base

Details

Asphalt Path Detail

Concrete Detail

Tennis Net Post and Center Tie Down Detail

Gate Detail

Fencing Detail

Adjustable Basketball Post Detail

Tree Planting Detail

Post and Asphalt Detail