CITY OF ANN ARBOR

MACK POOL
INTERIOR CEILING AND
TRIM PAINTING

BID SET

ITB# 4370
MARCH, 2015
Project Number: 2075128416
EXISTING CONDITIONS

CONSTRUCTION CALL-OUTS:
1. Remove all baffles, furniture, contents, and building finishes to Levees level.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all structural, non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all windows, doors, and other non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

CONSTRUCTION WORK

DESTRUCTION WORK

DESTRUCTION WORK CALL-OUTS:
1. Remove all structural, non-load-bearing components.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all windows, doors, and other non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

SPECIAL CONSTRUCTION NOTES:
1. Laboratory tests of samples taken from the existing building materials must be conducted by an approved laboratory.
2. All materials must be approved by the owner and architect.
3. All materials must be approved by the owner and architect.
4. All materials must be approved by the owner and architect.
5. All materials must be approved by the owner and architect.
6. All materials must be approved by the owner and architect.
7. All materials must be approved by the owner and architect.

WALL DETAIL

FLOOR PLAN

CEILING PLAN

CONSTRUCTION DETAIL

DESTRUCTION DETAIL

EXISTING CONDITIONS

CONSTRUCTION CALL-OUTS:
1. Remove all baffles, furniture, contents, and building finishes to Levees level.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all structural, non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all windows, doors, and other non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

CONSTRUCTION WORK

DESTRUCTION WORK

DESTRUCTION WORK CALL-OUTS:
1. Remove all structural, non-load-bearing components.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all windows, doors, and other non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

SPECIAL CONSTRUCTION NOTES:
1. Laboratory tests of samples taken from the existing building materials must be conducted by an approved laboratory.
2. All materials must be approved by the owner and architect.
3. All materials must be approved by the owner and architect.
4. All materials must be approved by the owner and architect.
5. All materials must be approved by the owner and architect.
6. All materials must be approved by the owner and architect.
7. All materials must be approved by the owner and architect.

WALL DETAIL

FLOOR PLAN

CEILING PLAN

CONSTRUCTION DETAIL

DESTRUCTION DETAIL

EXISTING CONDITIONS

CONSTRUCTION CALL-OUTS:
1. Remove all baffles, furniture, contents, and building finishes to Levees level.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all structural, non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all windows, doors, and other non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

CONSTRUCTION WORK

DESTRUCTION WORK

DESTRUCTION WORK CALL-OUTS:
1. Remove all structural, non-load-bearing components.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all windows, doors, and other non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

SPECIAL CONSTRUCTION NOTES:
1. Laboratory tests of samples taken from the existing building materials must be conducted by an approved laboratory.
2. All materials must be approved by the owner and architect.
3. All materials must be approved by the owner and architect.
4. All materials must be approved by the owner and architect.
5. All materials must be approved by the owner and architect.
6. All materials must be approved by the owner and architect.
7. All materials must be approved by the owner and architect.

WALL DETAIL

FLOOR PLAN

CEILING PLAN

CONSTRUCTION DETAIL

DESTRUCTION DETAIL

EXISTING CONDITIONS

CONSTRUCTION CALL-OUTS:
1. Remove all baffles, furniture, contents, and building finishes to Levees level.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all structural, non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all windows, doors, and other non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

CONSTRUCTION WORK

DESTRUCTION WORK

DESTRUCTION WORK CALL-OUTS:
1. Remove all structural, non-load-bearing components.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all windows, doors, and other non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

SPECIAL CONSTRUCTION NOTES:
1. Laboratory tests of samples taken from the existing building materials must be conducted by an approved laboratory.
2. All materials must be approved by the owner and architect.
3. All materials must be approved by the owner and architect.
4. All materials must be approved by the owner and architect.
5. All materials must be approved by the owner and architect.
6. All materials must be approved by the owner and architect.
7. All materials must be approved by the owner and architect.

WALL DETAIL

FLOOR PLAN

CEILING PLAN

CONSTRUCTION DETAIL

DESTRUCTION DETAIL

EXISTING CONDITIONS

CONSTRUCTION CALL-OUTS:
1. Remove all baffles, furniture, contents, and building finishes to Levees level.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all structural, non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all windows, doors, and other non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

CONSTRUCTION WORK

DESTRUCTION WORK

DESTRUCTION WORK CALL-OUTS:
1. Remove all structural, non-load-bearing components.
2. Remove all electrical, mechanical, and plumbing systems to Levees level.
3. Remove all windows, doors, and other non-load-bearing components.
4. Remove all non-load-bearing components.
5. Remove all non-load-bearing components.
6. Remove all non-load-bearing components.
7. Remove all non-load-bearing components.

SPECIAL CONSTRUCTION NOTES:
1. Laboratory tests of samples taken from the existing building materials must be conducted by an approved laboratory.
2. All materials must be approved by the owner and architect.
3. All materials must be approved by the owner and architect.
4. All materials must be approved by the owner and architect.
5. All materials must be approved by the owner and architect.
6. All materials must be approved by the owner and architect.
7. All materials must be approved by the owner and architect.

WALL DETAIL

FLOOR PLAN

CEILING PLAN

CONSTRUCTION DETAIL

DESTRUCTION DETAIL