CITY OF ANN ARBOR
PUBLIC WORKS
ROCK CREEK
SANITARY SEWER REPAIR
BID No. 4526
NOTES:

1. Silt fence to be placed on down slope side of all excavations and areas of disruption or stock piled soils.

2. Contractor to place inlet filters along any paved areas susceptible to soil tracking from site.

3. Protective fence to be placed along perimeter of all vegetation to be protected by adjacent construction activities.

4. Steel casing pipe to be minimum of 3/8" thick.

5. Connect service lateral for 485 Rock Creek directly to SS MH-3.
NOTES:

1. AREAS WHERE REMOVALS ARE INDICATED HAVE BEEN APPROVED THROUGH
AGREEMENT BETWEEN THE CITY AND OWNER. ANY PROPOSED
CHANGES TO THIS ACCESS PLANTING MUST BE APPROVED BY THE CITY.

2. PRIOR TO REMOVALS CONTRACTOR SHALL INVENTORY ALL SPECIFIC
PLANTS AND SHRUBS TO BE REMOVED. PLANTS THAT CAN BE SAFELY
TEMPORARILY RELOCATED MAY BE RE-PLANTED. ALL NEW REPLACEMENT
PLANTINGS SHALL BE RESPONSIBILITY OF THE CONTRACTOR TO FURNISH
AND PLANT. WORK TO BE PAID FOR BY THE PAY ITEM FOR LANDSCAPING.

3. EXISTING GROUND SURFACE COVER OR PLANTINGS SHALL BE MATCHED
UPON COMPLETION OF THE PROJECT. WORK TO BE PAID FOR BY THE PAY
ITEM FOR RESTORATION, SPECIAL.
Bar Measures 1 inch

NOTES:

1. MINIMUM ONE CASING SPACER WITHIN 1' OF EACH CASING, TYP

2. 8' MAX SPACING BETWEEN SPACERS, TYP

3. 1' MAX EA SIDE

4. CARRIER PIPE JOINT STEEL CASING, SEE NOTES

MASONRY BULKHEAD