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LEAD-BASED PAINT OPERATIONS & MAINTENANCE 
PLAN 
AKT Peerless Project No. 8358e2-3-191 

1.0 Introduction 
Operations s aoaaeeeons Os s Msios eaaspaaoneasnsroaaensansiraeonaneasnioaraseaaoneoaoaesios
painted nsroaaen,sa eaospsios eaasasnnsaoasaionri  aoasosrnhersaaases atiosios eaasasnnts heseephanans
on cleanup and control of lead dust is derived from the conclusion that lead dust represents the primary 
pathway of aha ahiiasexpinsresnis eaatsIospraatae,sOs s saionri nsaresasneepirarysni stiosnisas ioas
term problem, but if properly maintained, nheysaaosbeseffeatiesaoaeeoane yts an es siosnhes isnaoasaoas
Community Deie ipeeonsAansios1992saeeoesnhenescontrols as “...a set of measures designed to reduce 
temporarily human exposure or likely exposure to lead-baneaspaaonshazaransirspineota shazaranttt.sA  sOs
 s saionri nsare aenaaoeasnisbesneepiraryssot snsahsteesnhanspripersaoaspereaoeons eaasabaneeeons
can be performed, and a  sOs s sp aonshaiesnhenesmain components: 

• Iaeoteaatiosiosfeaasdaaoneasdsroaaen 
• Key Personnel 
• Training 
• Iaeoteaatiosios aahsaoasfioswanis aaoneoaoaesAatiaten 
•  ioaniraoasaoaswe-eia satio 
• Clearance Levels 

2.0 Identification of Lead Painted Surfaces 
The Os s sp aosansbaneasiospripertes previously inspected for lead-based paint and where interior and 
exterior aiepioeonnsoeresaaeoteeasoanhs eaasaioneonsabiiesestablished criteria.  Ionpeatiosrepirnnsoirs
pripertensoanhspinatie components are included in Appendix A.   
 
Os s saionri nsaresaosaaaepnab esiptiosans ioasansnhespripernysansnnrsansra  ysnisoasaoasoreesio 
nsbnnaota snsbnnranesaeoeannts heosa bsa aaoa/soanshansnsbnnaota snnrsansra saeoeannsirsoheosaonerair 
walls or major components such as windows and doors are seriously deteriorated and /or subject to 
excessive moisture, interim controls may not be effeatietsdaaonsaaooinsbeseffeatie ysnnaba azeasso enn 
substrates are dry and structurally sound. 

3.0 Key Personnel 
Firsaoyseaoaaeeeonsp aosnisbeseffeatie, oisrsarispnsiospeip esesnnsbesaieeateasaoasaoii ieasaosnhe 
process. These groups are: 

• Property Owner -  hespripernysiooersesnnsbesaieeateasaosnhe Os s sprocess is to be 
successful. The owner must provide overall leadership and demonstrate a commitment to 
minimizing lead dust exposure. The owner esnnsaareansnhesaatiatensiosinhersarispnsansoe  sans
priiaaesnheseoaoaaa srenisraen necessary to complete tasknsanniaaaneasoanhsaep eeeonatiosaoas
maintenance of the plan. 
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• Maintenance Personnel - As the ones most likely to either undertake the control measures or to 
coordinate and manage the work performed by contractor personnel, maintenance personnel 
oeeasnisbesnraaoeasaosnhesaansa saoaspineota snisraensios eaasexpinsresansoe   as the proper 
steps to prevent aaaatioa sexpinsresnhrisahsnheseaaoneoaoaesaatiatent 

• Contractor Personnel – Any contractor personnel who may disturb lead-based paint must 
provide evidence of proper training and licensure. Areas of lead-based paint must be disclosed 
to prevent exposuresnhrisahseaaoneoaoaesaatiatents 

• Occupants/Tenants – This group is einns aie ysnisnsffersnhesaioneqseoaensios eaasexpinsre. 
Occupants/tenants need to be aware of the sources of lead exposure and the day to day 
aatiatensnhan they can perform to minimize aoyspineota sexpinsret 

4.0 Training and Certification 
All persons involved in making this plan successful must be properly trained in the hazards of lead 
exposure.  ha esnhes eie siosnraaoaoasirseasaatioseaysiarysoirseaahsarisp,snhesaepirnaoaesof training 
cannot be overlooked.  

• Property Owners - Insois asbesierysbeoeeaaa saospripernysowners with lead-based paint were 
trained to the level of “ eaasaoareoennt.s hansois asoaaa ananespi aaysaeaanaionsaoasreaooiraesnhes
commitment to reducing lead exposure.  

• Maintenance Personnel – Even if lead-based paint paaotoa,srepaarsirseaaoneoaoaesaatiatensoa  s
be performed by contractors, in-house maintenance personnel should be trained in awareness 
and basic lead-baneaspaaonsoirispraataentsAt least one management snaff should be a properly 
nraaoeasaoasaerteeasreoiianirtss 

• Contractor Personnel - Lead-Baneasdaaonsweoiiatio,swepaarsaoasdaaotoas wwdMsws es ans
aeeoaeasaos2010saoas2011M,saaensnisprineansnhespsb aasories eaa-based paint hazards 
anniaaaneasoanhsreoiiatio,srepaarsaoaspaaotoasaatiatents hesrs esreqsarensoiriernsnisbes
aerteeasaoasnraaoeasaosnhessnesios eaa-naoesoirispraataen,saoasreqsarensreoiiatio,srepaar,saoas
paaotoaserensnisbes dA-aerteeat wwdsaionraanirnsaaosperoiresaoneraesaionri saatiates.   
 
Lead abatement projects that aresaenaaoeasnispereaoeon yse aeaoanesexantoas eaa-based paint 
hazards will be performed by a licensed lead abatement contractor. 

• Occupants/Tenants – Occupants/tenants will be provided with a Disclosure of Informaton on 
Lead-based Paint and Lead-based Paint Hazards form oirsnhearsnpeaaeasaoe  aoassoansand a copy 
nhesUd dAsbriahsresProtect Your Family from Lead in Your Home.  

5.0 Identification of Maintenance Activities 
IosOs s saionri spriaeasrensaresnisbeseffeatie,sansas important to develop systems that will prevent 
normal, daily aatiatensoriesnsroaoaspineota shazaransaonisrea shazarantsCommon maintenance aatiatens
can disturb painted surfaces and create lead dusttsAfersasnsroaaeshansbeeosnnaba azeasaoasansnheo intact, it 
should produce minimal lead exposure unless it becomes necessary to disturb this surface. Freqseon y,s
eaaoneoaoaesreqsarensnhansinheroanesaonaansnsroaaensbesaanrspneats aaoneoaoaesaatiatensaao be divided 
into three main categories. 

• Normal Maintenance and Repair – these include the ristoe “exsnhaoansnhansbreak.saatiatents
They are usually performed by in-house maintenance personnel or the occupants/tenants 
themselves. Occasionally, depending upon the size or nature of the job, outside contractors may 
be hired for these tasks. 
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• Maintenance and Cleanup at the Time of Turnover - nhenesaatiatensaresaoysaeoerreasrepaarn, 
which typically aoa saespaaotoats hespraearysaioaerosansnhesnsroaaespreparatiosoirsnhesoeos
paint. If these surfaces contain lead, proper containment and cleanup need to be included as 
part of the project.  

• Emergency Repairs – emergency repairs are usually the result of a breakdown of building 
nynneens nsahsanse eanraaa sirsp sebaoaMsirsasnnrsansra soaa sretsEmergency aatiatensare 
peroireeasansniiosanspinnab esaoasifeosemploy outside contractors. The person performing 
emergency repair osoationsmust be aware of the presence of any lead aiatoansni that proper 
containment eenhiansaaosbesst azea. Certeeasreoiianirnseaysbesreqsared for this work base on 
circumstances.  

 
Within the three categories, specific job tasks must be classified as high or low risk. Examples of high 
and low risk jobs are included in Secton 9.0. 
 
 heoeierspinnab e,siaaspants/tenants should be temporarily relocated while lead-related procedures 
are being performed in their unit/area. At a minimum, occupants/tenants should not be allowed to 
remain in their area/unit while work is being performed. Occupants/tenants should be allowed to return 
io ysafer the work is completed and proper cleanup and eoa sclearance has been achieved.  

6.0 Work Order Modifications 
It is critcal to the success of the O & M plan that there be systems in place that identfy all of the lead-
based painted surfaces before any non-emergency repairs or maintenance actiites are begun. For 
outside contractors performing work that will disturb painted surfaces, aoysexantoas irisOraersnynnees
oirs etoasaionraanirsoirismust incorporate aooireatiosrelated to the presence of lead based paint.  
The nynneesnhis asreqsaresnhesaionraanirsnisnsbeansasbraeosoirisp aosnisaaarenn:s 

• Containment priaeasrensnhansoa  sbesst azeasnisaiep enesnhesoiri. 
• Faoa sa earaoaesaationsnhansoa  sbesoi  ioeasbeoiresnhesareasansrensroeasnisiaaspaoayts 

Thenesreqsareeeonnsoeeasnisbesaonearaneasaonisohaneiersnynneesreqsennnsaoasasnhirazenseaaoneoaoaes
aatiatent weairansnhis asbeseaaonaaoeasnisdocument aoysoirisaatiany on lead laden surfaces. This 
same procedure nhis asa nisreairasnhesaiep enesabaneeeonsiosnhes eaashazara,snisnhansnhanspartas ars
surface can be removed from the list of lead laden components.  
 
daeple  irisOraersaoas irisweqsennsforms are included in deatios10.0. 

7.0 Follow – Up Monitoring 
 iseia sanesnhesioaiaoaseffeatieoennsiosOs s saionri spriaeasren,sansansoeaennarysnisaiotosa  y monitor 
and evaluate the rens nnsiosnhesaatiatents sahsiosnhansaaosbesperoireeasbysmaintenance personnel. 
There are threespraearysoaynsniseioanirsnhesaioaationsaoasrens nn anniaaaneasoanhsOs s saionri n: 

• Visual Inspecton - pernionsaosoreqseonsaionaansoanhsnhespripernysnhis asbesnraaoeasnisbes
observant abisnsnhesaioaationsiosnhespaaoneasnsroaaensnhrisahisnts heysnhis aspromptly report 
aoysaenerairatoa nsroaaensirsaoysaaeaaesnisnhesaffeaneasaiepioeonnts hansaaosa nisaoa saes
watching for the aaases atiosiosvisible dust on interior surfaces and the appearance of paint 
chips around the exterior. 
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• Dust Wipe Testng - the best aoaaaatiosiosnsaaennsirsoaa sresiosOs s saionri spriaeasrensansnhe 
aaases atiosios eaasasnnson interior surfacestsIeeeaaane ysafersany aoata snreaneeon,saos
independent consultant will perform dust wipe sampling to document lead dust levels.  

• Soil Sampling - nheseffeatieoennsiosexnerairsnreaneeonnsaaosbeseeansreasbysai  eatoasnia  
samples and ssbeatng these to a laboratory for lead analysis. An independent consultant will 
also perform soil sampling to document lead levels as needed spiosaiep etiosif exterior 
treatments involving lead-based paints. 

8.0 Clearance Levels 
Following aresreaieeeoaeasoreqseoaysaoasaatios eie nsoirseaahsiosnhesreoereoaeaseioaniraoas
neahoaqsen: 

• Visual - aaysnisaaysibneriationsaaosbesperoireeasbysiaaspaonn/neoaonnsaoaseaoaaeeeot. At 
nhesteesiosnsroiiersirsans eannsiosaosaoosa sbanan,snrained maintenance personnel should 
aareos  ysaonpeansnhesaioaatiosiosa  snsroaaensaaeoteeasnishaiesfBd.  

• Dust wipe clearance- afersaoysnreaneeon,sasnnsoapesnaep en must be collected according to 
HUD protocols by an independent consultant.  hes‘a eaoaoasa inhsaoasasnnsieraeaatiosaarads
clearance ieraeaatioseenhiasshould not be st azed.  

• Soil Samples – Ci  eatiosiosnia snaep ensoirsa earaoaesoa  siaasrsiosasaane-by-case basis 
depenaaoasspiosohansaatioshansiaasrreatsC earaoaesnia snaep ensnhis asbesai  eaneasaaairaaoas
to HUD protocols by an independent consultant. 

• LEAD CONTENT ACTION LEVELS -AS SPECIFIED IN HUD GUIDELINES 
 
Dust Wipes 
Floors = 40 µas/sf2 
 aoaiosda  ns= 250 µas/sf2 
 aoaios e  ns= 400 µas/sf2 
Onhers xnerairsdsroaaens= 400 µas/sf2 
 
Soil Samples  
Niosd aysAreasdia s= 1,000 ppm 
d aysArean/Baresdia s= 400 ppm 

9.0 Implementation 
The following tables identify typical high and low risk job tasks. The total area of painted 
surface to be disturbed should also be considered in the determination of risk.  
 
By incorporating the results from the previous LBP inspection with these forms and the 
oi  ioaoasnab en,sansoa  sbespinnab esnisaonearanesaosOs s spriarae for the lead painted surfaces 
with an existing maintenance work order system. 
 
The following tables are guidelines for the identification and classification of different work 
tasks.  
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Typical Job Classifications 

Job Description fioswani  aahswani 

 aoaiospaoesir glass replacement only X  

Door repair X  

Door lock repair or replacement X  

Electrical fixture repair X  

Grounds-keeping X  

waaaanirs eaisrepaar X  

wepaaonaoas aoa saensnsroaaes
preparanaioM 

 X 

Plaster or wall repair  X 

 aoaiosrepaar  X 

 anersintrusion or moisture damage 
repaars repaaonaoaM 

 X 

Building component replacement  X 

 e aaoasiospaaoneasnsroaaen  X 

Floor refinishing  X 

Carpet replacement  X 

Baluster repair  X 

Demolition  X 
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10.0 Sample Forms 
 

Lead-Based Paint Maintenance Work Order Form 
 ork Order Number __________________ 

d  Ud: 

wenparanirsreqsarea? _____ Yes _____ No  

drineanaiesa inhaoasreqsarea?s_____sYens_____sNi 

dazesiosp annaasnheenaoasnisbesp aaeassoaersoirisareas___________________ 

Cover whole floor with 6-mil plastic sheeting? _____ Yes _____ No 

Cover doorway to room with plastic sheeting and construct airlock? _____ Yes _____ No 

Tape door shut? _____ Yes _____ No  

Move furniture out of room? _____ Yes _____ No 

dhsnsaioos VACsnynnee?s_____sYens_____sNi 

 ensaioosaneesni be repaired? _____ Yes _____ No 

 CAU ION:sDisoinsoensaioosareansoearse eanraaa saarasannM 

we iaanesiaaspaon/neoaon?s_____sYens_____sNi 

CLEANUP: 

  dAsVaassesoeeaea?s_____sYens_____sNi 

Is waste stream likely to be hazardous? _____ Yes _____ No 

If waste is hazardous - Disposal of waste will be done by 

Vansa sIonpeanaiosiosa eaospsbysdsperianir: 

_____sdsooaaaeons_____swepeansC eaoaoa 

Dsnnsnaep aoasreqsareasaonersoirisansaiep enea?s_____sYens_____sNi 

Dust sampling to be done by: In-house staff ______ Independent Consultant ______ 

Modifications to work: __________________________________________________ 

 irisauthorized by: ____________________________________________________ 

 irisaiep eneasby: ____________________________________________________ 

Final inspection by: _____________________________________________________ 

Date of completion: ____________________________________________________ 
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Maintenance Work Request Form 
Name: ___________________________  Date: ___________________________ 
Telephone No. ____________________  JibsweqsennsNit __________________ 
weqsenneasnnarnaoasaane:s____________  Anticipated finish date: ____________ 
Aaarenn,sbsa aaoa,saoasriiesoseber nMs irsaenarapnaiosiosareaMsoheresoirisansnisbesperoireea 
_____________________________________________________________________________ 
Children present: ______yes ______no 
Description of work:_____________________________________________________________ 
______________________________________________________________________________ 
Description of any known lead-aionaaoaoaseaneraa snhanseaahnsbesaooeaneas aoa saes iaanaio,s
condition and paaonsaoasnsbnnrane,saoasnypeM: 
Naeesaoasne ephioesosebersiosreqsenner: __________________________________________ 
Name and telephone number of supervisor: __________________________________________ 
 
_______ Authorized by: _____________________________________ 
 anhsaioaanaion* 
Denied 
*Cioaanaion: ___________________________________________________________________ 
______________________________________________________________________________ 
 
 



 

  

APPENDIX A 

LIST OF PROPERTY ADDRESSES WITH LEAD BASED PAINT



 

  

ANN ARBOR HOUSING COMMISSION 
LEAD-BASED PAINT OPERATIONS AND MAINTENANCE (O&M) PROGRAM 

 
PROPERTY ADDRESSES THAT CONTAIN LEAD-BASED PAINT 

The following Ann Arbor  isnaoasCieeannaiospripertenshaiesbeeosnenneasaoasaetermined to contain 
lead-baneaspaaonsaiatoantsweoereoae the address-npeaaeasaonpeatiosrepirnsoirsnhes iaationsof lead-
based paint aiatoansaosnhesnnrsansre.  

1. 251 disnh deieonhsdnreen,sAoosArbir 
 

2. ______________________________ 
 

3. ______________________________ 
 

4. ______________________________ 
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1.0 INTRODUCTION 
AKT Peerless Environmental & Energy Services (AKT Peerless) was commissioned by NorStar 
Development USA, L.P. (NorStar) on behalf of the Ann Arbor Housing Commission (AAHC) to conduct 
lead-based pDiia (LBP) iispectois on the property referred to as "South Seventh" located at 221-253 
South Seventh Street in Ann Arbor, Washtenaw County, Michigan (subject property). 

The LBP iispectois  ere coinucaen oi  unusa  2-22, 2013. Access to 251 South Seventh Street was not 
provinen by ahe occupDia nuriin ahe nDaes of aesting 

This low-rise resineitDa compaee coisisas of fourr 2-story duplex buildings, housing eight, 1-bedroom 
apartments constructed in 1969. The purpose of AKT Peerless’ LBP testing was to identify painted 
surfaces that contain lead paint to comply with USEPA requirements.   

1.1 LIMITATIONS AND CLARIFICATIONS 

AKT Peerless uses trained and licensed inspectors to locate and identify LBP coatings and materials.  
Information and opinions obtained in this report are for the exclusive use of CLIENT.  No distribution to 
or reliance by other parties may occur without the expressed written permission of AKT Peerless.  AKT 
Peerless will not distribute this report without written consent or as required by law or court order.  The 
information and opinions contained in the report are given in light of that assignment.  The report must 
be reviewed and relied upon only in conjunction with the terms and conditions expressly agreed upon 
by the parties and as limited therein.  Any third parties who have been extended the right to rely on the 
contents of this report by AKT Peerless (which is expressly required prior to any third-party release), 
expressly agrees to be bound by the original terms and conditions entered into by AKT Peerless and 
CLIENT. 

Subject to the above and the established terms and conditions of the contract, AKT Peerless accepts 
responsibility for the competent performance of its duties in executing the assignment and preparing 
reports in accordance with the normal standards of the profession, but disclaims any responsibility for 
consequential damages.  

2.0 TESTING METHODS 

AKT Peerless performed color-by-color testing of painted interior components in each South Seventh 
Street property address except unit 251. Interior components tested included, but were not limited to: 
walls, ceilings, soffits, doors and frames, cabinets, window components, cove base and trim. Exterior 
testing was limited to fencing around patio areas and painted exterior wood panels and framing around 
unpainted windows. Mr. James Fox, a Michigan Department of Community Health (MDCH) Healthy 
Homes Section licensed Lead Inspector/Risk Assessor P-00487 conducted the inspection from August 
21–22, 2013.  

Paint coat testing was performed using an Innovex X-Ray Fluorescence (XRF) analyzer.  The XRF method 
analyzes painted surfaces for lead in a non-destructive manner.  XRF equipment was operated by a 
MDCH licensed Lead Inspector/Risk Assessor.  
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The survey included surface-by-surface testing of specific components within each apartment unit.  

Test locations were referenced according to the orientation of each unit relative to South Seventh Street 
associated with the structure. Rooms and spaces in each unit were assigned a ‘Side’, or direction, 
designation based on this orientation. Side A always faces South Seventh Street. Sides B, C and D follow 
clockwise.  

Where painted components were duplicated in a designated area, e.g., doors, frames, etc. with the 
same color and configuration, then not every component was tested, instead representative testing was 
performed.  

Field data collection included XRF reading numbers, component/surface description, testing locations, 
color, substrate material (e.g., wood, metal), and lead concentration.  

3.0 RESULTS SUMMARY 

A summary of test results from the inspection is included on Table 1 in Appendix A. Lead-based paint is 
defined by the USEPA and the HUD as painted surfaces that are equal to or exceed 1.0 milligrams of lead 
per square centimeter (mg/cm2) of sampled surface area as measured by an XRF detector.  

No lead-based paint coatings were identified in the South Seventh Street units tested.  

4.0 LICENSURE 

LBP testing activities were performed by a MDCH Healthy Homes Section licensed Lead Inspector/Risk 
Assessor. Licensure documents are included in Appendix B. 

AKT PEERLESS ENVIRONMENTAL & ENERGY SERVICES 

 
  
Prepared by: _____________________________________ 
 James C. Fox, RPIH 

Senior Project Manager 
    

MDCH Healthy Homes Section  
Lead Inspector/Risk Assessor 
License No. P-00487 

    
October 3, 2013
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221 South Seventh 

  



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 221 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

First Calibration Check #1 mg / cm ^2 NA NA NA Orange NIST SRM Standard 1.01 NA
Second Calibration Check #1 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.98 NA
Third Calibration Check #1 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.97 NA

1 PAINT mg / cm ^2 Ceiling Drywall Good Light Brown Living, at AC vent (west) Negative 1 0
2 PAINT mg / cm ^2 Wall Drywall Good Light Brown Living, Side A (west), at thermostat Negative 1 0
3 PAINT mg / cm ^2 Wall Drywall Good Light Brown Living, Side C, at switch Negative 1 0
4 PAINT mg / cm ^2 Wall Drywall Good Light Brown Living, Side D, SW corner Negative 1 0
5 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Living, Side A, under thermostat Negative 1 0
6 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Living, Side B, under outlet cover Negative 1 0
7 PAINT mg / cm ^2 Wall Drywall Good Light Brown Living, Side B, at blank Negative 1 0
8 PAINT mg / cm ^2 Window Sill Wood Good Light Brown Living, Side C, S. sill Negative 1 0
9 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Living, Side C, under AC unit Negative 1 0

10 PAINT mg / cm ^2 Exterior Door Trim Wood Good Light Brown Living, Side C, center hinge Negative 1 0
11 PAINT mg / cm ^2 Exterior Door Metal Good Dark Brown Living, Side C, center hinge Negative 1 0
12 PAINT mg / cm ^2 Exterior Door Frame Metal Good Light Brown Living, Side C, center hinge Negative 1 0
13 PAINT mg / cm ^2 Furnace Access Trim Wood Good Beige Living, Side A, at knob Negative 1 0
14 PAINT mg / cm ^2 Furnace Door Wood Good Beige Living, Side A, by knob Negative 1 0
15 PAINT mg / cm ^2 Ceiling Drywall Good Light Brown Kitchen, at attic hatch Negative 1 0
16 PAINT mg / cm ^2 Ceiling Drywall Good Beige Kitchen, at light Negative 1 0
17 PAINT mg / cm ^2 Wall Drywall Good Light Brown Kitchen, Side D, above HWH door Negative 1 0
18 PAINT mg / cm ^2 Wall Drywall Good Light Brown Kitchen, Side A, above switch Negative 1 0
19 PAINT mg / cm ^2 Wall Drywall Good Light Brown Kitchen, Side B, above sink Negative 1 0
20 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Kitchen, Side A, below switch Negative 1 0.03
21 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Kitchen, Side B, by pantry Negative 1 0
22 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Kitchen, Side D, under outlet Negative 1 0
23 PAINT mg / cm ^2 Door Trim Wood Good Light Brown Kitchen, Side A, bath door at hinge Negative 1 0
24 PAINT mg / cm ^2 Door Frame Metal Good Light Brown Kitchen, Side A, bath door at center hinge Negative 1 0
25 PAINT mg / cm ^2 Door Wood Good Dark Brown Kitchen, Side A, bath door center hinge Negative 1 0
26 PAINT mg / cm ^2 Closet Door Wood Good Clear Kitchen, Side B, at knob Negative 1 0
27 PAINT mg / cm ^2 Closet Door Trim Wood Good Light Brown Kitchen, Side B, E. trim base Negative 1 0
28 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bath at fan Negative 1 0.05
29 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side A, above window Negative 1 0
30 PAINT mg / cm ^2 Window Trim Wood Good Beige Bath, Side A, above window Negative 1 0
31 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side B at mirror Negative 1 0
32 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side C, at switch Negative 1 0
33 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side D, center Negative 1 0.02
34 PAINT mg / cm ^2 Splash Bar Wood Good Beige Bath, Side B, center Negative 1 0
35 PAINT mg / cm ^2 Splash Bar Wood Good Beige Bath, Side C, below switch Negative 1 0
36 PAINT mg / cm ^2 Towel Bar Wood Good Beige Bath, Side D, center Negative 1 0
37 PAINT mg / cm ^2 Door Trim Wood Good Beige Bath, Side C, at center hinge Negative 1 0
38 PAINT mg / cm ^2 Door Wood Good Dark Brown Bath, Side C, at center hinge Negative 1 0

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

0.99 Avg.



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 221 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

39 PAINT mg / cm ^2 Ceiling Drywall Good Light Brown Hallway, at AC vent Negative 1 0
40 PAINT mg / cm ^2 Wall Drywall Good Light Brown Hallway, Side A, above switch Negative 1 0
41 PAINT mg / cm ^2 Wall Drywall Good Light Brown Hallway, Side B, at 220 outlet Negative 1 0
42 PAINT mg / cm ^2 Wall Drywall Good Light Brown Hallway, Side D, under smoke alarm Negative 1 0
43 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Hallway, Side B, at dryer Negative 1 0
44 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Hallway, Side D, under smoke alarm Negative 1 0
45 PAINT mg / cm ^2 Exterior Door Trim Wood Good Light Brown Hall, Side A, at chain Negative 1 0
46 PAINT mg / cm ^2 Exterior Door Metal Good Dark Brown Hall, Side A, at peephole Negative 1 0
47 PAINT mg / cm ^2 Door Frame Metal Good White Hall, Side A, at latch Negative 1 0
48 PAINT mg / cm ^2 Exterior Door Metal Good Dark Brown Exterior side Negative 1 0
49 PAINT mg / cm ^2 Closet Door Trim Wood Good Light Brown Hall, Side B, at dryer Negative 1 0
50 PAINT mg / cm ^2 Closet Door Wood Good Clear Hall, Side b, at knob Negative 1 0
51 PAINT mg / cm ^2 Ceiling Drywall Good Light Brown Bedroom, at AC vent Negative 1 0
52 PAINT mg / cm ^2 Wall Drywall Good Light Brown Bedroom, Side A, above window Negative 1 0.02
53 PAINT mg / cm ^2 Wall Drywall Good Light Brown Bedroom, Side B, in closet Negative 1 0
54 PAINT mg / cm ^2 Wall Drywall Good Light Brown Bedroom, Side C, center Negative 1 0
55 PAINT mg / cm ^2 Wall Drywall Good Light Brown Bedroom, Side D, phone jack Negative 1 0
56 PAINT mg / cm ^2 Window Trim Wood Good Light Brown Bedroom, Side A, center Negative 1 0
57 PAINT mg / cm ^2 Sill Wood Good Light Brown Bedroom, Side A, center Negative 1 0.03
58 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Bedroom, Side A, center Negative 1 0.01
59 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Bedroom, Side B, by closet Negative 1 0
60 PAINT mg / cm ^2 Closet Door Trim Wood Good Light Brown Bedroom, Side B, top center Negative 1 0
61 PAINT mg / cm ^2 Closet Door Wood Good Clear Bedroom, Side B, at knob Negative 1 0
62 PAINT mg / cm ^2 Cove Base Wood Good Light Brown Bedroom, Side C, under vent Negative 1 0
63 PAINT mg / cm ^2 Bedroom Door Wood Good Dark Brown Bedroom, Side B, at knob Negative 1 0

NA = Not Applicable mg/cm2 = milligrams per square centimeter
Bold = Lead Based Paint



 

 
 

223 South Seventh 

  



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 223 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

1 PAINT mg / cm ^2 Ceiling Drywall Good Beige Living, Ceiling at light fixture Negative 1 0
2 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side A (west), at thermostat Negative 1 0
3 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side B, at cable jack Negative 1 0
4 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side C, at switch Negative 1 0
5 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side D, at return grille Negative 1 0
6 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side A, below thermostat Negative 1 0
7 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side B, under cable jack Negative 1 0
8 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side C, under N. window Negative 1 0
9 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side D, under grille Negative 1 0

10 PAINT mg / cm ^2 Window Trim Wood Good Beige Living, Side C, N. window top center Negative 1 0
11 PAINT mg / cm ^2 Sill Wood Good Beige Living, Side C, N. window top center Negative 1 0
12 PAINT mg / cm ^2 Outdoor Trim Wood Good Beige Living, Side C, at chain Negative 1 0
13 PAINT mg / cm ^2 Exit Door Metal Good Dark Brown Living, Side C, at catch chain Negative 1 0
14 PAINT mg / cm ^2 Door Frame Metal Good White Living, Side C, at latch Negative 1 0
15 PAINT mg / cm ^2 Furnace Door Trim Wood Good Beige Living, Side C, at knob Negative 1 0
16 PAINT mg / cm ^2 Furnace Door Wood Good Dark Brown Living, Side A, at knob Negative 1 0
17 PAINT mg / cm ^2 Ceiling Drywall Good Beige Kitchen, at attic hatch Negative 1 0
18 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side A, under switch Negative 1 0
19 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side B, at outlet Negative 1 0
20 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side D, above sink Negative 1 0

First Calibration Check #2 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.92 NA
Second Calibration Check #2 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.91 NA
Third Calibration Check #2 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.91 NA

21 PAINT mg / cm ^2 Cove Base Wood Good Beige Kitchen, Side A, below switch Negative 1 0
22 PAINT mg / cm ^2 Cove Base Wood Good Beige Kitchen, Side B, below outlet Negative 1 0
23 PAINT mg / cm ^2 Cove Base Wood Good Beige Kitchen, Side D, at pantry Negative 1 0
24 PAINT mg / cm ^2 Door Trim Wood Good Beige Kitchen, bathdoor at knob "A" Negative 1 0
25 PAINT mg / cm ^2 Door Wood Good Dark Brown Kitchen, bathdoor at knob "A" Negative 1 0
26 PAINT mg / cm ^2 Door Frame Metal Good Beige Kitchen, Side D, at latch "A" Negative 1 0
27 PAINT mg / cm ^2 Door Trim Wood Good Beige Kitchen, Side B, pantry door at knob Negative 1 0
28 PAINT mg / cm ^2 Door Wood Good Dark Brown Kitchen, Side B, at center hinge Negative 1 0.01
29 PAINT mg / cm ^2 Jamb Wood Good Beige Kitchen, H. Water Htr access, Side B, at center hinge Negative 1 0
30 PAINT mg / cm ^2 Cupboard Wood Good Clear Kitchen, Side D, above sink Negative 1 0
31 PAINT mg / cm ^2 Door Trim Wood Good Beige Kitchen, Side D, at knob Negative 1 0
32 PAINT mg / cm ^2 Pantry Door Wood Good Clear Kitchen, Side D, at knob Negative 1 0
33 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bath, at fan Negative 1 0
34 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side A, above window Negative 1 0
35 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side B, at shower rod Negative 1 0
36 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side C, at switch Negative 1 0

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

0.91 Avg



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 223 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

37 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side D, at mirror Negative 1 0
38 PAINT mg / cm ^2 Window Trim Wood Good Beige Bath, Side A, center Negative 1 0
39 PAINT mg / cm ^2 Towel Mount Wood Good Beige Bath, Side B, center Negative 1 0
40 PAINT mg / cm ^2 Splash Bar Wood Good Beige Bath, Side C, under switch Negative 1 0
41 PAINT mg / cm ^2 Splash Bar Wood Good Beige Bath, Side D, above sink Negative 1 0
42 PAINT mg / cm ^2 Door Trim Wood Good Beige Bath, Side C, at latch Negative 1 0
43 PAINT mg / cm ^2 Door Wood Good Dark Brown Bath, Side C, at knob Negative 1 0
44 PAINT mg / cm ^2 Ceiling Drywall Good Beige Hallway, at heat vent Negative 1 0.02
45 PAINT mg / cm ^2 Wall Drywall Good Beige Hall, Side A, at chain Negative 1 0
46 PAINT mg / cm ^2 Wall Drywall Good Beige Hall, Side B, at return Negative 1 0
47 PAINT mg / cm ^2 Wall Drywall Good Beige Hall, Side C, broom closet Negative 1 0.06
48 PAINT mg / cm ^2 Cove Base Wood Good Beige Hall, Side A, NW corner Negative 1 0
49 PAINT mg / cm ^2 Cove Base Wood Good Beige Hall, Side B, below return Negative 1 0
50 PAINT mg / cm ^2 Cove Base Wood Good Beige Hall, Side D, under 220 outlet Negative 1 0
51 PAINT mg / cm ^2 Exterior Door Trim Wood Good Beige Hall, Side A, at chain Negative 1 0
52 PAINT mg / cm ^2 Exterior Door Metal Good Dark Brown Hall, Side A, at chain Negative 1 0
53 PAINT mg / cm ^2 Frame Metal Good White Hall, Side A, at latch Negative 1 0
54 PAINT mg / cm ^2 Exterior Door Metal Good Dark Brown Exterior door at knob Negative 1 0
55 PAINT mg / cm ^2 Door Frame Wood Good Beige Hall, Side B, at hinge Negative 1 0
56 PAINT mg / cm ^2 Door Wood Good Dark Brown Bedroom Door, Side B, at hinge Negative 1 0
57 PAINT mg / cm ^2 Frame Metal Good Beige Hall, bedroom door, Side B, at hinge Negative 1 0
58 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bedroom, at heat vent Negative 1 0
59 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side A, above window Negative 1 0
60 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side B, center Negative 1 0
61 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side C, center Negative 1 0
62 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side D, lite switch Negative 1 0
63 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side A, center Negative 1 0
64 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side B, center Negative 1 0
65 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side C, center Negative 1 0
66 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side D, center Negative 1 0
67 PAINT mg / cm ^2 Window Trim Wood Good Beige Center, Side A, above window Negative 1 0
68 PAINT mg / cm ^2 Sill Wood Good Beige Center, Side A, below window Negative 1 0
69 PAINT mg / cm ^2 Door Trim Wood Good Beige Bedroom, Side D, closet door Negative 1 0
70 PAINT mg / cm ^2 Door Wood Good Clear Bedroom, Side D, closet door Negative 1 0
71 PAINT mg / cm ^2 Exterior - Wall Panel Wood Good Yellow Exterior, E. side under AC Negative 1 0



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 223 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

72 PAINT mg / cm ^2
Exterior - Window and 

Door Framing Wood Good White Exterior, E. side at AC Negative 1 0

73 PAINT mg / cm ^2
Exterior - Window and 

Door Framing Wood Good White Exterior, W. side by dryer vent Negative 1 0
74 PAINT mg / cm ^2 Exterior - Wall Panel Wood Good Yellow Exterior, W. side by dryer vent Negative 1 0
75 PAINT mg / cm ^2 Exterior - Patio Fence Wood Good Beige Exterior, center post Negative 1 0

NA = Not Applicable mg/cm2 = milligrams per square centimeter
Bold = Lead Based Paint
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CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 231 S. Seventh Street, Ann Arbor

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

1 PAINT mg / cm ^2 Ceiling Drywall Good White by Vent Positive 1 0
2 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side A (west), center Positive 1 0
3 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side B, at thermostat Positive 1 0
4 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side C, at phone jack Negative 1 0
5 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side D, at lite switch Negative 1 0
6 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side A, SW corner Negative 1 0
7 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side B, below thermostat Negative 1 0
8 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side C, below return grille Negative 1 0
9 PAINT mg / cm ^2 Exterior Door Metal Good Beige Living, Side D, at knob Negative 1 0

10 PAINT mg / cm ^2 Door Frame Metal Good Beige Living, Side D, at knob Negative 1 0
11 PAINT mg / cm ^2 Door Trim Wood Good Beige Living, Side D, at latch Negative 1 0
12 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side D, under switch Negative 1 0
13 PAINT mg / cm ^2 HWH Access Door Wood Good Brown Living, Side B, at knob Negative 1 0
14 PAINT mg / cm ^2 HWH Trim Wood Good Beige Living, Side B, top center Negative 1 0
15 PAINT mg / cm ^2 Ceiling Drywall Good White Kitchen, at attic hatch Negative 1 0
16 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side A, at outlet Negative 1 0
17 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side B, at switch Negative 1 0
18 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side C, above sink Negative 1 0
19 PAINT mg / cm ^2 Cupboard Wood Good Clear  Kitchen, Side C, above sink Negative 1 0.01
20 PAINT mg / cm ^2 Furnace Access Door Wood Good Brown Kitchen, Side A, at knob Negative 1 0
21 PAINT mg / cm ^2 Furnace Trim Wood Good Beige Kitchen, Side A, at top hinge Negative 1 0
22 PAINT mg / cm ^2 Cove Base Wood Good Beige Kitchen, Side A, below outlet Negative 1 0
23 PAINT mg / cm ^2 Door Trim Wood Good Beige Bathdoor, Side B, at hinge Negative 1 0
24 PAINT mg / cm ^2 Jamb Wood Good Beige Bathdoor, Side B, at hinge Negative 1 0
25 PAINT mg / cm ^2 Door Wood Good Brown Bathdoor, Side B, at knob Negative 1 0
26 PAINT mg / cm ^2 Door Wood Good Brown Pantry, Side C, at knob Negative 1 0
27 PAINT mg / cm ^2 Trim Wood Good Beige Pantry, Side C, at stove Negative 1 0
28 PAINT mg / cm ^2 Stop Wood Good Beige Bathdoor, Side B, at middle hinge Negative 1 0
29 PAINT mg / cm ^2 Ceiling Drywall Good White Bathroom, by fan Negative 1 0
30 PAINT mg / cm ^2 Wall Drywall Good Beige Bathroom, Side A, center Negative 1 0.03
31 PAINT mg / cm ^2 Wall Drywall Good Beige Bathroom, Side B, above window Negative 1 0.01
32 PAINT mg / cm ^2 Wall Drywall Good Beige Bathroom, Side C, by mirror Negative 1 0
33 PAINT mg / cm ^2 Wall Drywall Good Beige Bathroom, Side D, above switch Negative 1 0
34 PAINT mg / cm ^2 Towel Bar Mount Wood Good Beige Bathroom, Side A, SW corner Negative 1 0
35 PAINT mg / cm ^2 Window Trim Wood Good Beige Bathroom, Side B, center Negative 1 0
36 PAINT mg / cm ^2 Splash Bar Wood Good Beige Bathroom, Side C, over sink Negative 1 0
37 PAINT mg / cm ^2 Splash Bar Wood Good Beige Bathroom, Side D, under outlet Negative 1 0
38 PAINT mg / cm ^2 Door Trim Wood Good Beige Bathroom, Side D, at latch Negative 1 0
39 PAINT mg / cm ^2 Door Wood Good Brown Bathroom, Side D, at knob Negative 1 0
40 PAINT mg / cm ^2 Ceiling Drywall Good White Hallway at tire alarm Negative 1 0
41 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side A, at curcuit box Negative 1 0

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 231 S. Seventh Street, Ann Arbor

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

42 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side B, at chain Negative 1 0
43 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side C, at plumbing access Negative 1 0
44 PAINT mg / cm ^2 Cove Base Wood Good Beige Hallway, Side A, below curcuit box Negative 1 0
45 PAINT mg / cm ^2 Cove Base Wood Good Beige Hallway, Side B, by dryer vent Negative 1 0
46 PAINT mg / cm ^2 Cove Base Wood Good Beige Hallway, Side C, by 220v dryer plug-in Negative 1 0
47 PAINT mg / cm ^2 Exterior Door Trim Wood Good Beige Hallway, Side B, at hinge Negative 1 0
48 PAINT mg / cm ^2 Exterior Door Metal Good Beige Hallway, Side B, at knob Negative 1 0
49 PAINT mg / cm ^2 Furnace Jamb Metal Good Beige Hallway, Side B, at latch Negative 1 0
50 PAINT mg / cm ^2 Closet Door Trim Wood Good Beige Hallway, Side C, at top center Negative 1 0
51 PAINT mg / cm ^2 Closet Door  Wood Good Brown Hallway, Side C, at knob Negative 1 0
52 PAINT mg / cm ^2 Ceiling Drywall Good White Bedroom at vent Negative 1 0
53 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side A, center Negative 1 0
54 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side B, above window Negative 1 0
55 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side B, in closet Negative 1 0.01
56 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side D, center Negative 1 0
57 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side A, middle Negative 1 0
58 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side B, below window Negative 1 0
59 PAINT mg / cm ^2 Window Trim Wood Good Beige Bedroom, Side B, center Negative 1 0
60 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side C, below switch Negative 1 0
61 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side D, SE corner Negative 1 0
62 PAINT mg / cm ^2 Door Wood Good Brown Bedroom, Side C, at knob Negative 1 0
63 PAINT mg / cm ^2 Door Trim Wood Good Beige Bedroom, Side C, at hatch Negative 1 0
64 PAINT mg / cm ^2 Door & Window Frame Wood Good White Exterior, S. side Negative 1 0
65 PAINT mg / cm ^2 North Exterior Door Metal Good Beige At knob Negative 1 0
66 PAINT mg / cm ^2 Wall Panel Wood Good Gray Under SW window Negative 1 0
67 PAINT mg / cm ^2 Wall Panel Wood Good Gray Under NW window Negative 1 0
68 PAINT mg / cm ^2 Door & Window Frame Wood Good White NW Window Negative 1 0
69 PAINT mg / cm ^2 Patio Fence Wood Good Beige NW Post Negative 1 0

First Calibration Check #3 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.89 NA
Second Calibration Check #3 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.9 NA
Third Calibration Check #3 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.91 NA

NA = Not Applicable mg/cm2 = milligrams per square centimeter
Bold = Lead Based Paint

0.9 Avg.
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CLIENT: Norstar
PROJECT NO: 8358e-1-191
PROJECT NAME: 233 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

1 PAINT mg / cm ^2 Wall Drywall Good Aqua Living Room, Side D, (south) by switch Negative 1 0
2 PAINT mg / cm ^2 Wall Drywall Good Aqua Living Room, Side C, SE corner Negative 1 0
3 PAINT mg / cm ^2 Wall Drywall Good Aqua Living Room, Side B, W. side Negative 1 0
4 PAINT mg / cm ^2 Wall Drywall Good Aqua Living Room, Side A, by switch Negative 1 0
5 PAINT mg / cm ^2 Ceiling Drywall Good Gray Living Room, by SE vent Negative 1 0
6 PAINT mg / cm ^2 Exterior Door Metal Good Aqua Living Room, Side D, by deadbolt Negative 1 0
7 PAINT mg / cm ^2 Door Trim Wood Good Dark Blue Living Room, Side D, by latch Negative 1 0
8 PAINT mg / cm ^2 At Door Frame Metal Good Dark Blue Living Room, Side D, by latch Negative 1 0
9 PAINT mg / cm ^2 Cove Base Wood Good Dark Blue Living Room, Side D, by exterior door Negative 1 0

10 PAINT mg / cm ^2 Cove Base Negative 1 0
11 PAINT mg / cm ^2 Door Trim/Furnace Door Wood Good Aqua Living Room, Side B, at knob Negative 1 0
12 PAINT mg / cm ^2 Furnace Access Door Wood Good Dark Blue Living Room, Side B, at knob Negative 1 0
13 PAINT mg / cm ^2 Wall Drywall Good Aqua Kitchen, Side A, above sink Negative 1 0
14 PAINT mg / cm ^2 Wall Drywall Good Aqua Kitchen, Side B, by switch Negative 1 0
15 PAINT mg / cm ^2 Wall Drywall Good Aqua Kitchen, Side C, by phone jack Negative 1 0
16 PAINT mg / cm ^2 Ceiling Drywall Good Gray Kitchen, by attic hatch Negative 1 0
17 PAINT mg / cm ^2 Cupboard Wood Good Clear Kitchen, Side A, over sink Negative 1 0
18 PAINT mg / cm ^2 Closet Door Wood Good Clear Kitchen, Side A, by knob Negative 1 0
19 PAINT mg / cm ^2 Trim Wood Good Dark Blue Kitchen, Side A, by knob Negative 1 0
20 PAINT mg / cm ^2 Wall Drywall Good Beige Closet, Side A, center Negative 1 0
21 PAINT mg / cm ^2 Bathroom Trim Wood Good Dark Blue At knob Negative 1 0
22 PAINT mg / cm ^2 Door Frame Metal Good Dark Blue Bathroom at latch Negative 1 0
23 PAINT mg / cm ^2 Cove Base Wood Good Dark Blue Kitchen, Side B, center Negative 1 0.01
24 PAINT mg / cm ^2 Cove Base Wood Good Dark Blue Kitchen, Side C, below phone jack Negative 1 0
25 PAINT mg / cm ^2 HWH Door Trim Wood Good Dark Blue Kitchen, Side C, top center Negative 1 0
26 PAINT mg / cm ^2 HWH Door Wood Good Aqua Kitchen, Side C, top center Negative 1 0.04
27 PAINT mg / cm ^2 HWH Closet Wall Drywall Good Beige HWH Closet, Side B, at jamb Negative 1 0.23
28 PAINT mg / cm ^2 Jamb Wood Good Beige HWH, Side B, at center hinge Negative 1 0
29 PAINT mg / cm ^2 Door Wood Good Gray HWH Closet, Side A, at knob Negative 1 0
30 PAINT mg / cm ^2 Wall Drywall Good Aqua Bath, Side A, by lit fixture Negative 1 0
31 PAINT mg / cm ^2 Wall Drywall Good Aqua Bath, Side B, above window center Negative 1 0
32 PAINT mg / cm ^2 Wall Drywall Good Aqua Bath, Side C, SE corner Negative 1 0
33 PAINT mg / cm ^2 Wall Drywall Good Aqua Bath, Side D, above switch Negative 1 0
34 PAINT mg / cm ^2 Ceiling Drywall Good Aqua Bath, by fan Negative 1 0.01
35 PAINT mg / cm ^2 Splash Bar Wood Good Dark Blue Bath, Side A, center Negative 1 0
36 PAINT mg / cm ^2 Window Trim Wood Good Dark Blue Bath, Side B, center Negative 1 0
37 PAINT mg / cm ^2 Towel Bar Mount Wood Good Dark Blue Bath, Side C, SE corner Negative 1 0
38 PAINT mg / cm ^2 Splash Bar Wood Good Dark Blue Bath, Side D, under switch Negative 1 0
39 PAINT mg / cm ^2 Door Trim Wood Good Dark Blue Bath, Side D, by latch Negative 1 0
40 PAINT mg / cm ^2 Door Wood Good Aqua Bath, Side D, at knob Negative 1 0
41 PAINT mg / cm ^2 Wall Drywall Good Aqua Hallway, Side A, above closet Negative 1 0

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

Cove base component along sides A, B and C inaccessible due to occupant belongings



CLIENT: Norstar
PROJECT NO: 8358e-1-191
PROJECT NAME: 233 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 22, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

42 PAINT mg / cm ^2 Door Trim Wood Good Dark Blue Hallway Closet, Side A, top left corner Negative 1 0
43 PAINT mg / cm ^2 Closet Door Wood Good Clear Hallway Closet, Side A, top left corner Negative 1 0
44 PAINT mg / cm ^2 Wall Drywall Good Aqua Hallway Closet, Side B, above exterior door Negative 1 0
45 PAINT mg / cm ^2 Exterior Door Wood Good Aqua Hallway, Side B, by ext. door chain catch Negative 1 0
46 PAINT mg / cm ^2 Exterior Door Trim Wood Good Dark Blue Hallway, Side B, by chain  Negative 1 0
47 PAINT mg / cm ^2 Exterior Door Outside Wood Good Beige Exterior, by knob Negative 1 0
48 PAINT mg / cm ^2 Door Frame Metal Good Beige Exterior by center hinge Negative 1 0
49 PAINT mg / cm ^2 Wall Drywall Good Aqua Hallway, Side C, by smoke detector Negative 1 0
50 PAINT mg / cm ^2 Door Trim Wood Good Dark Blue Hallway, Side C, at bedroom door hinge Negative 1 0
51 PAINT mg / cm ^2 Cove Base Wood Good Dark Blue Hallway, Side C, under phone jack Negative 1 0.02
52 PAINT mg / cm ^2 Door Frame Metal Good Dark Blue Hallway, Side C, bedroom door Negative 1 0
53 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bedroom, at vent Negative 1 0
54 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side A, above door Negative 1 0
55 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side B, above window center Negative 1 0
56 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side C, center Negative 1 0
57 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side D, below cupboard Negative 1 0
58 PAINT mg / cm ^2 Door Trim Wood Good Beige Bedroom, Side A, at latch Negative 1 0
59 PAINT mg / cm ^2 Jamb Metal Good Beige Bedroom, Side A, at latch Negative 1 0
60 PAINT mg / cm ^2 Door Wood Good Aqua Bedroom, Side A, at knob Negative 1 0
61 PAINT mg / cm ^2 Closet Door Wood Good Clear Bedroom, Side A, center Negative 1 0
62 PAINT mg / cm ^2 Sill Wood Good Beige Bedroom, Side B, center Negative 1 0
63 PAINT mg / cm ^2 Exterior Door Metal Good White Exterior, at knob Negative 1 0
64 PAINT mg / cm ^2 Jamb Wood Good White Exterior, at knob Negative 1 0
65 PAINT mg / cm ^2 Door and Window Frame Wood Good White Exterior, at storm door latch Negative 1 0
66 PAINT mg / cm ^2 Wall Panel Wood Good Gray South side under east window Negative 1 0
67 PAINT mg / cm ^2 Patio Fence Wood Good Beige Centerpost Negative 1 0

NA = Not Applicable mg/cm2 = milligrams per square centimeter
Bold = Lead Based Paint
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CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 241 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 21, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

First Calibration Check #2 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.98 NA
Second Calibration Check #2 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.95 NA
Third Calibration Check #2 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.95 NA

1 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side A (west), center Negative 1 0
2 PAINT mg / cm ^2 Wall Drywalll Good Beige Living, Side B, center Negative 1 0
3 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side C, center Negative 1 0
4 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side D, above switch Negative 1 0
5 PAINT mg / cm ^2 Door Trim Wood Good Beige Living, Side A, at latch Negative 1 0
6 PAINT mg / cm ^2 Exit Door Wood Good Beige Living, Side A, at knob Negative 1 0
7 PAINT mg / cm ^2 Window Trim Wood Good Beige Living, Side A, S. side Negative 1 0
8 PAINT mg / cm ^2 Sill Wood Good Beige Living, Side A, S. side Negative 1 0
9 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side A, at entry door Negative 1 0

10 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side B, center Negative 1 0
11 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side C, S. end Negative 1 0
12 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side D, under grill Negative 1 0
13 PAINT mg / cm ^2 Ceiling Drywall Good Beige Living, outside furnace closet Negative 1 0
14 PAINT mg / cm ^2 Ceiling Drywall Good Beige Kitchen, by light fixture Negative 1 0
15 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side B, at HWH closet Negative 1 0
16 PAINT mg / cm ^2 Door Trim Wood Good Beige Kitchen, Side B, by knob Negative 1 0
17 PAINT mg / cm ^2 Door Wood Good Beige Kitchen, Side B, at knob Negative 1 0
18 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side C, above light switch Negative 1 0
19 PAINT mg / cm ^2 Door Trim Restroom Wood Good Beige Kitchen, Side C, at knob Negative 1 0
20 PAINT mg / cm ^2 Door Jamb Metal Good Beige Kitchen, Side C, at knob Negative 1 0
21 PAINT mg / cm ^2 Bath Door Wood Good Beige Kitchen, Side C, at knob Negative 1 0
22 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side A, above switch Negative 1 0
23 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side B, above register Negative 1 0
24 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side C, above window Negative 1 0
25 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side D, by mirror Negative 1 0
26 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bath, by vent Negative 1 0
27 PAINT mg / cm ^2 Door Wood Good Beige Bath, Side A, by knob Negative 1 0
28 PAINT mg / cm ^2 Door Trim Wood Good Beige Bath, Side A, at top hinge Negative 1 0
29 PAINT mg / cm ^2 Cove Base Wood Good Beige Bath, Side B, center Negative 1 0
30 PAINT mg / cm ^2 Cove Base Wood Good Beige Bath, Side D, at tub Negative 1 0
31 PAINT mg / cm ^2 Ceiling Drywall Good Beige Hallway, at AC Vent Negative 1 0
32 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side B, at door stop Negative 1 0
33 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side C, at switch Negative 1 0
34 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side D, at 220 outlet Negative 1 0
35 PAINT mg / cm ^2 Door Trim Wood Good Beige Hallway, Side B, by knob Negative 1 0
36 PAINT mg / cm ^2 Door Frame Metal Good Beige Hallway, Side B, by latch Negative 1 0
37 PAINT mg / cm ^2 Exterior Door Wood Good Beige Hallway, Side C, at knob Negative 1 0

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

0.96 Avg.



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 241 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 21, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results
Action 
Level

Lead Results 
mg/cm2

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

38 PAINT mg / cm ^2 Door Trim Wood Good Beige Hallway, Side C, by light switch Negative 1 0
39 PAINT mg / cm ^2 Door Frame Metal Good Beige Hallway, Side C, by latch Negative 1 0
40 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bedroom, at hatch Negative 1 0
41 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side A, center Negative 1 0
42 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side B, center Negative 1 0
43 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side C, S. of window Negative 1 0
44 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side D, by switch Negative 1 0
45 PAINT mg / cm ^2 Door Wood Good Beige Bedroom, Side D, at knob Negative 1 0
46 PAINT mg / cm ^2 Door Trim Wood Good Beige Bedroom, Side D, at knob Negative 1 0
47 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side D, at door Negative 1 0
48 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side A, center Negative 1 0
49 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side B, 4' from W. corner Negative 1 0
50 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side C, center Negative 1 0.14
51 PAINT mg / cm ^2 Window Trim Wood Good Beige Bedroom, Side C, S. trim Negative 1 0
52 PAINT mg / cm ^2 Sill Wood Good Beige Bedroom, Side C, center Negative 1 0
53 PAINT mg / cm ^2 Cupboard Wood Good Clear Kitchen, Side D, above sink Negative 1 0
54 PAINT mg / cm ^2 Exterior Panel Wood Good Yellow East side, N. window Negative 1 0
55 PAINT mg / cm ^2 Exterior Frame Wood Good White East side, N. window Negative 1 0
56 PAINT mg / cm ^2 Exterior Patio Fence Wood Good Beige West side, Center column/post Negative 1 0
57 PAINT mg / cm ^2 Exterior Foundation Masonry Good Yellow East side, by entry door Negative 1 0

NA = Not Applicable mg/cm2 = milligrams per square centimeter
Bold = Lead Based Paint
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CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 243 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 21, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results Action 
Level

Lead Results 
mg/cm2

1 PAINT mg / cm ^2 West Exit Door Metal Good Medium Brown Above Knob Negative 1 0.04
2 PAINT mg / cm ^2 Wall Drywall Good Beige Living Room, Side A (west) Negative 1 0
3 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side B (north) Negative 1 0
4 PAINT mg / cm ^2 Wall Drywall Good Beige Living Room, Side C, by thermostat Negative 1 0.01
5 PAINT mg / cm ^2 Wall Drywall Good Beige Living Room, Side D, center Negative 1 0
6 PAINT mg / cm ^2 Sill Wood Good Beige Living Room, Side A, center Negative 1 0.04
7 PAINT mg / cm ^2 Cove Base Wood Good Beige Living Room, Side A, center Negative 1 0.03
8 PAINT mg / cm ^2 Furnace Access Door Wood Good Gray Above Knob Negative 1 0
9 PAINT mg / cm ^2 Wall Drywall Good Beige Living, Side B, center Negative 1 0.03

10 PAINT mg / cm ^2 Ceiling Drywall Good Beige Living, East at hallway Negative 1 0
11 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side B, center Negative 1 0
12 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side C, N. end Negative 1 0
13 PAINT mg / cm ^2 Cove Base Wood Good Beige Living, Side D, center Negative 1 0.01
14 PAINT mg / cm ^2 Kitchen Cupboard Wood Good Clear Kitchen, Side B, center Negative 1 0.01
15 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side B, center Negative 1 0
16 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side C, at phone rack Negative 1 0
17 PAINT mg / cm ^2 Door Trim Wood Good Beige HWH Access, Side D, at knob Negative 1 0
18 PAINT mg / cm ^2 Door Trim Wood Good Beige Closet Door, Side B, at knob Negative 1 0
19 PAINT mg / cm ^2 Bifold Door Wood Good Clear Closet Door, Side B, at knob Negative 1 0
20 PAINT mg / cm ^2 Wall Drywall Good Beige Side C, above switch Negative 1 0
21 PAINT mg / cm ^2 Cove Base Wood Good Beige Side C, above switch Negative 1 0
22 PAINT mg / cm ^2 Cove Base Wood Good Beige Side D, below phone jack Negative 1 0
23 PAINT mg / cm ^2 Ceiling Drywall Good Beige Kitchen, at attic hatch Negative 1 0
24 PAINT mg / cm ^2 Door Jamb Metal Good Beige Restroom, at latch Negative 1 0
25 PAINT mg / cm ^2 Wall Drywall Good Beige Restroom, Side A, at switch Negative 1 0
26 PAINT mg / cm ^2 Splashboard Wood Good Beige Restroom, Side A, below switch Negative 1 0
27 PAINT mg / cm ^2 Wall Drywall Good Beige Restroom, Side B, at mirror Negative 1 0
28 PAINT mg / cm ^2 Wall Drywall Good Beige Restroom, Side C, above window Negative 1 0
29 PAINT mg / cm ^2 Window Trim Wood Good Beige Restroom, Side C, above window Negative 1 0
30 PAINT mg / cm ^2 Towel Bar Mount Wood Good Beige Restroom, Side D, center Negative 1 0
31 PAINT mg / cm ^2 Wall Drywall Good Beige Restroom, Side D, above door stop Negative 1 0
32 PAINT mg / cm ^2 Ceiling Drywall Good Beige Restroom, center at fan Negative 1 0
33 PAINT mg / cm ^2 Door Wood Good Brown over Blue Restroom, Side A, at knob Negative 1 0
34 PAINT mg / cm ^2 Door Trim Wood Good Beige Restroom, Side A, at latch Negative 1 0
35 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side B, above washing machine Negative 1 0
36 PAINT mg / cm ^2 Closet Door Wood Good Clear Hallway, Side B, by knob Negative 1 0
37 PAINT mg / cm ^2 Closet Door Trim Wood Good Beige Hallway, Side B, by knob Negative 1 0
38 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side C, above switch Negative 1 0
39 PAINT mg / cm ^2 Exit Door Trim Wood Good Beige Hallway, at security chain Negative 1 0
40 PAINT mg / cm ^2 Exit Door Wood Good Gray Hallway, at peep hole Negative 1 0
41 PAINT mg / cm ^2 Cove Base Wood Good Beige Hallway, Side B, at washer Negative 1 0
42 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side D, at door stop Negative 1 0
43 PAINT mg / cm ^2 Cove Base Wood Good Beige Hallway, Side D, below door stop Positive 1 0.03
44 PAINT mg / cm ^2 Door Trim Wood Good Beige Bedroom Door, Side D, at hinge Negative 1 0
45 PAINT mg / cm ^2 Door Jamb Metal Good Beige Bedroom Door, Side D, at hinge Negative 1 0

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 243 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 21, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results Action 
Level

Lead Results 
mg/cm2

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

46 PAINT mg / cm ^2 Door Wood Good Gray/Blue Bedroom Door, Side D, at knob Negative 1 0
47 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side A, center Negative 1 0
48 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side B, at switch Negative 1 0
49 PAINT mg / cm ^2 Door Trim Wood Good Beige Bedroom, Side B, at switch Negative 1 0
50 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side B, at door Negative 1 0.01
51 PAINT mg / cm ^2 Bi-Fold Door Wood Good Clear Bedroom Closet, Side B, center Negative 1 0
52 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side C, at window Negative 1 0
53 PAINT mg / cm ^2 Sill Wood Good Beige Bedroom, Side C, N, side Negative 1 0
54 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side D, center Negative 1 0
55 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bedroopm, center at light Negative 1 0
56 PAINT mg / cm ^2 Exit Door Trim (west) Wood Good Beige Living, Side A, at hinge Negative 1 0
57 PAINT mg / cm ^2 Door Jamb Metal Good Beige Living , W. exit door at hinge Negative 1 0
58 PAINT mg / cm ^2 Exterior - Wall Panel Wood Good Yellow West Wall below AC unit Negative 1 0
59 PAINT mg / cm ^2 Exterior - Window Frame Wood Good White West Wall at AC unit Negative 1 0
60 PAINT mg / cm ^2 Exterior - Patio Fence Wood Good Yellow Eastside, center Negative 1 0
61 PAINT mg / cm ^2 Exterior - Wall Panel Wood Good Yellow Eastside, below S. window Negative 1 0

First Calibration Check #3 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.95 NA
Second Calibration Check #3 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.92 NA
Third Calibration Check #3 mg / cm ^2 NA NA NA Orange NIST SRM Standard 0.93 NA

NA = Not Applicable mg/cm2 = milligrams per square centimeter
Bold = Lead Based Paint

0.93 Avg.
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CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 253 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 21, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results Action 
Level

Lead Results 
mg/cm2

First Calibration Check #1 mg / cm ^2 NA NA NA Orange NIST SRM Standard 1.07 NA
Second Calibration Check #1 mg / cm ^2 NA NA NA Orange NIST SRM Standard 1.04 NA
Third Calibration Check #1 mg / cm ^2 NA NA NA Orange NIST SRM Standard 1.05 NA

1 PAINT mg / cm ^2 Exterior Door Wood Good Beige Living Room, Side B (north), at knob Positive 1 0
2 PAINT mg / cm ^2 Trim Wood Good Beige Living Room, Side B (north), at hinge Positive 1 0
3 PAINT mg / cm ^2 Jamb Metal Good Beige Living Room, Side B (north), at hinge Positive 1 0
4 PAINT mg / cm ^2 Wall Drywall Good Beige Living Room, Side B, at switch Negative 1 0
5 PAINT mg / cm ^2 Cove Base Wood Good Beige Living Room, Side B, below outlet Negative 1 0.02
6 PAINT mg / cm ^2 Sill Wood Good Beige Living Room, Side B, E. window center Negative 1 0
7 PAINT mg / cm ^2 Wall Drywall Good Beige Living Room, Side C, above outlet Negative 1 0
8 PAINT mg / cm ^2 Cove Base Wood Good Beige Living Room, Sice C, below switch Negative 1 0
9 PAINT mg / cm ^2 Wall Drywall Good Beige Living Room, Side D, center Negative 1 0

10 PAINT mg / cm ^2 Cove Base Wood Good Beige Living Room, Side D, center Negative 1 0
11 PAINT mg / cm ^2 Wall Drywall Good Beige Living Room, Side A, center Negative 1 0
12 PAINT mg / cm ^2 Cove Base Wood Good Beige Living Room, Side A, center Negative 1 0
13 PAINT mg / cm ^2 Ceiling Drywall Good Beige Living Room, at fan Negative 1 0
14 PAINT mg / cm ^2 Cupboard Wood Good Clear Kitchen, Side C, above sink Negative 1 0
15 PAINT mg / cm ^2 Door Trim Wood Good Beige Kitchen, closet door at knob Negative 1 0
16 PAINT mg / cm ^2 Cove Base Wood Good Beige Kitchen, at closet Negative 1 0
17 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, Side D, above switch Negative 1 0
18 PAINT mg / cm ^2 Cove Base Wood Good Beige Kitchen, Side D, below switch Negative 1 0
19 PAINT mg / cm ^2 Door Trim Wood Good Beige Kitchen, bathroom door by hinge Negative 1 0
20 PAINT mg / cm ^2 Ceiling Drywall Good Beige Kitchen at attic hatch Negative 1 0
21 PAINT mg / cm ^2 Wall Drywall Good Beige Kitchen, side above outlet Negative 1 0
22 PAINT mg / cm ^2 Door Trim Wood Good Beige Kitchen, HWH access at hinge Negative 1 0
23 PAINT mg / cm ^2 Door Wood Good Putty Kitchen, Side A, center Negative 1 0.01
24 PAINT mg / cm ^2 Jamb Wood Good Cream Kitchen, Side A, at latch Negative 1 0
25 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side A, center Negative 1 0
26 PAINT mg / cm ^2 Towel mount Wood Good Beige Bath, Side A, at stop Negative 1 0
27 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side B, above switch Negative 1 0
28 PAINT mg / cm ^2 Door Wood Good Beige Bath, Side B, at knob Negative 1 0
29 PAINT mg / cm ^2 Door Trim Wood Good Beige Bath, Side B, at knob Negative 1 0
30 PAINT mg / cm ^2 Door Jamb Metal Good Beige Bath, Side B, at knob Negative 1 0
31 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bath, at fan Negative 1 0
32 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side C, at mirror Negative 1 0
33 PAINT mg / cm ^2 Splash Bar Wood Good Beige Bath, Side C, below mirrow Negative 1 0
34 PAINT mg / cm ^2 Wall Drywall Good Beige Bath, Side D, above window Negative 1 0
35 PAINT mg / cm ^2 Window Trim Wood Good Beige Bath, Side D, above window Negative 1 0
36 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side A Negative 1 0

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

1.05 Avg.



CLIENT: Norstar
PROJECT NO: 8358e-7-191
PROJECT NAME: 253 S. Seventh Street, Ann Arbor, MI

J. Fox
DATE: August 21, 2013

Reading Reading Type Units Component Substrate Condition Color Test Location Results Action 
Level

Lead Results 
mg/cm2

TABLE 1
LEAD-BASED PAINT INSPECTION RESULTS

INSPEC TOR:

37 PAINT mg / cm ^2 Cove Base Wood Good Beige Hallway, Side A Negative 1 0.02
38 PAINT mg / cm ^2 Door Wood Good Putty Hallway, Side A, at knob Negative 1 0
39 PAINT mg / cm ^2 Ceiling Drywall Good Beige Hallway, at vent Negative 1 0
40 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side D, at switch Negative 1 0
41 PAINT mg / cm ^2 Cove Base Wood Good Beige Hallway, Side D, below switch Negative 1 0.04
42 PAINT mg / cm ^2 Door Trim Wood Good Beige Hallway, Side D, by knob Negative 1 0
43 PAINT mg / cm ^2 Door Wood Good Beige Hallway, Side D, by knob Negative 1 0
44 PAINT mg / cm ^2 Door Jamb Metal Good Beige Hallway, Side D, at chain Negative 1 0
45 PAINT mg / cm ^2 Wall Drywall Good Beige Hallway, Side C, at drain Negative 1 0
46 PAINT mg / cm ^2 Cove Base Wood Good Beige Hallway, Side C, at drain Negative 1 0
47 PAINT mg / cm ^2 Closet Door Trim Wood Good Beige Hallway, Side C, at knob Negative 1 0
48 PAINT mg / cm ^2 Closet Door Wood Good Clear Hallway, Side C, at knob Negative 1 0
49 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side A, center Negative 1 0
50 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side B, center Negative 1 0
51 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side C, in closet Negative 1 0
52 PAINT mg / cm ^2 Wall Drywall Good Beige Bedroom, Side D, under window Negative 1 0
53 PAINT mg / cm ^2 Ceiling Drywall Good Beige Bedroom, at fan Negative 1 0.01
54 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side A, center Negative 1 0
55 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side B, center Negative 1 0
56 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side C, center Negative 1 0.02
57 PAINT mg / cm ^2 Cove Base Wood Good Beige Bedroom, Side D, center Negative 1 0
58 PAINT mg / cm ^2 Door Trim Wood Good Beige Bedroom, Side C, at latch Negative 1 0
59 PAINT mg / cm ^2 Door Wood Good Putty Bedroom, Side C, at knob Negative 1 0
60 PAINT mg / cm ^2 Closet Door Wood Good Clear Bedroom, Side C, at knob Negative 1 0
61 PAINT mg / cm ^2 Closet Door Trim Wood Good Beige Bedroom, Side C, at hinge Negative 1 0
62 PAINT mg / cm ^2 Window and Door Trim Wood Good White Exterior - North wall below west window Negative 1 0
63 PAINT mg / cm ^2 Wall Panel Wood Good Blue Exterior - North wall below west window Negative 1 0
64 PAINT mg / cm ^2 Patio Fence Wood Good Beige Exterior - North side at arch Negative 1 0

NA = Not Applicable mg/cm2 = milligrams per square centimeter
Bold = Lead Based Paint
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