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Tennis and Basketball Court

Replacements

ITB:  4369

Due: Wednesday, March 11 at 10:30 a.m.

Hunt Park Allmendinger Park
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Courts Existing Conditions

Courts Proposed Layout

Scale 1"=30'

Existing basketball court and

tennis court to be removed

including all posts, footings,

fencing including volleyball

posts and existing bench and

pad.

Gravel entry drive

may be used for

staging. Condition

after construction

must be as good

or better than

existing condition.

Pauline Blvd.

See striping plan on court layout sheet

1% pitch to north

1% pitch to north

+ 918

918 +

+ 917.24

917.24 +

+ 917.9
917.9 +

916.7 ++ 916.7

Tennis court to shift approximately 5' to west,

and basketball court to shift approximately 12'

to east and 20' to south and centered on

tennis court. Exact location to be field located.

916.8

    +

917.6

  +

916.4

   +

917.62 +

917.2

   +

917.3

   +

+917.7

917.8

   +

916.9

    +

917

All disturbed areas to be restored to meet existing

grade, and include topsoil imported to site per

specifications.

Sites to be kept in a neat and safe condition at all

times, including safety fencing around excavated

and active work areas.

Existing boulders

Proposed bench

10' continuous

fence on east

side of court

only

10' ht fence for 20'

4' ht fence for 30'

10' gap in fence

Existing light pole

Existing trees to be protected

Bench to be removed
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Tennis Court Layout Existing Conditions Tennis Court Proposed Layout

Existing tennis court

asphalt, fencing, nets, and

posts to be removed.

10' high fencing

for 20'  typ

4' high fencing for

30' typ

10' gap in fencing

10' gap in fencing

890.3

889.76

889.76890.3

8
9

0

Existing bench to remain

Exact location of new

asphalt surfacing to be field

verified by City.

Scale 1"=30'

Existing trees to

be protected

See striping plan and

dimensions on court

layout sheet

Tree line

All disturbed areas to be restored to meet existing

grade, and include topsoil imported to site per

specifications.

Sites to be kept in a neat and safe condition at all

times, including safety fencing around excavated

and active work areas.
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Hunt Basketball Court Layout Existing Conditions Hunt Basketball Court Proposed Layout
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Existing bench to be

removed, save plaque and

return to City

Existing

backstop to

remain

Contours are

approximate

Scale 1"=20'

New bench on

concrete pad.

Replace plaque

on bench.

1% slope

See striping

plan and

dimensions on

court layout

sheet

8
9
6

+ 896.16

895.76 +

895.76 +

+ 896.16

Grades are

approximate

All disturbed areas to be restored to meet existing

grade, and include topsoil imported to site per

specifications.

Sites to be kept in a neat and safe condition at all

times, including safety fencing around excavated

and active work areas.

Remove existing asphalt,

basketball posts and

footings, gravel base
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8' Hunt

10'

Allmendinger

typ.

4.5' 13.5' 13.5' 4.5' 8'

54' to edge of asphalt for Hunt, 58' for Allmendinger
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Tennis Court Layout

Basketball Court Layout

Not to scale



Cast aluminum fan

shaped backboard

Goal and net

4 

1

2

" O.D. support

post 10' height

Color coat spread to

cover footings and

extend to edge of

asphalt

8" MDOT 21AA aggregate

base compacted to 95%

material unit density to

extend 6" beyond asphalt

Concrete footing

3" layer of MDOT 36A

bituminous mix placed in two

1 

1

2

" lifts. No RAP on courts

18"18"18"

3'-0"

Compacted subgrade

3
'
-
6

"

Woven geotextile above compacted subgrade
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6
"
 
M
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1
 
1
/
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"
 
L
E

V
E
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G

LIMESTONE TO EXTEND 12" BEYOND

1 1/2" COMPACTED BITUMINOUS 

EXISTING SUBGRADE COMPACTED

FENCE LINE AROUND COURT PERIMETER

6"

1
 
1
/
2
"
 
S

U
R

F
A

C
E

1 1/2" COMPACTED BITMINOUS SURFACE 

3" DEEP TOPSOIL AND SEED, 

CONCRETE FOOTING

SEE SPECIFICATION FOR ADDITIONAL INFORMATION

6"

8" COMPACTED LIMESTONE BASE, 21AA

COURSE MDOT 36A (NO RAP ON COURTS)

4
2
"

12"

FENCE POST

SLOPE FOOTING TO DRAIN

8"

8" x 1' PEASTONE SURROUNDING

6" DRAIN TILE WRAPPED IN GEOTEXTILE

PLACE W0VEN GEOTEXTILE

FABRIC OVER SUBGRADE

PRIOR TO PLACING 21AA

OVER ENTIRE COURT AREA

INCLUDE 6" OVERLAP

SWALE 6" DEPTH 

LEVELING COURSE MDOT 36A

COLOR COAT TO EXTEND TO EDGES OF ASPHALT

Chainlink Fence Detail

Fence Post and Surface Detail

Basketball Post Detail
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Chainlink Fence Specifications



BENCH 6' LENGTH, SUPPLIED BY CITY

1" DEPTH TOOLED CONTROL JOINT

6'-10"

3'-6"

6"

6"

6"

6
"

1'-2"

3
'
-
0
"

1
'
-
9
"

5
'
-
3
"

1'-2"

CONCRETE SLAB WITH BROOM FINISH

EDGE OF WALK

CUT ASPHALT TO A CLEAN EDGE PRIOR TO

INSTALLATION FOR THOSE BENCHES LOCATED

ADJACENT TO ASPHALT SURFACES

SELF ANCHORING EXPANSION BOLTS,

STAINLESS STEEL WITH NUTS AND

WASHERS

4" DEPTH CONCRETE

4" DEPTH SAND BASE

COMPACTED SUB-BASE

EXPOSED CONCRETE SHALL BE FORMED. BENCH SHALL BE INSTALLED PLUMB AND

LEVEL. ALL NUTS AND BOLTS SHALL BE PERMANENTLY SET WITH PUNCH OR

OTHER APPROVED MEANS
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24"

30"
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12"
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"

TENNIS

NET

POST

CENTER

ANCHOR

2
4

"

CONCRETE

FOOTING. HOLE

MUST BE BELL

SHAPED

GROUND

SLEEVE

Tennis Net Post Detail

Silt Fence Detail

Bench Detail

.

T
e

n
n
i
s
 
a
n
d
 
B

a
s
k
e
t
b
a

l
l
 
C

o
u
r
t
 
D

e
t
a
i
l
s

6
/
6


	Allmendinger and Hunt Tennis Courts cover sheet
	Allmendinger and Hunt Tennis Courts 1
	Allmendinger and Hunt Tennis Courts 2
	Allmendinger and Hunt Tennis Courts 3
	Allmendinger and Hunt Tennis Courts 4
	Allmendinger and Hunt Tennis Courts 5
	Allmendinger and Hunt Tennis Courts 6

