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exterior perspective - view at looking  fourth street entry
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315 Detroit Street, Section 29, City of Ann Arbor, Washtenaw County, MI
Ann Arbor Farmers Marketat

Site Plan Review for City Council - SP16-075

owner | petitioner
ann arbor parks & recreation services
301 east huron street, ann arbor, mi 48107
contact: amy kuras, park planner | project manager
ph: 734-845-0643  email: akuras@a2gov.org
property is owned by the city.

architect:
kohler architecture inc.
1118 w.front street, monroe, mi 48161
contact: keith kohler, architect | project manager
ph: 734-242-6880  email: kkohler@kohlerarchitect.net

civil engineer:
zeimet wozniak & associates
55800 grand river ave., suite 100, new hudson, mi 48165
contact: julian wargo, engineer | project manager
ph: 248-437.5099  email: jwargo@zeimetwozniak.com
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W/ FULL FROST FOUNDATIONS
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EXTERIOR - TYP. ALL O.H. DOORS
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PLEASE NOTE: THE DRAWINGS ARE "DESCRIPTIVE" IN PRACTICE, PENDING SUBMITTAL AND

ACCEPTANCE OF METAL BUILDING MANUFACTURER AS SELECTED BY SUCCESSFUL BIDDER,

AND APPROVED BY THE ARCHITECT / OWNER.  METAL BUILDING MANUFACTURER TO

ENGINEER BUILDING SYSTEM AS REQUIRED TO ERECT BUILDING IN ACCORDANCE WITH THE

GENERAL DESIGN AS INDICATED ON THE DRAWINGS.  MODIFICATIONS TO THE STRUCTURAL

FRAMING, WALL / ROOF PANELS AND OTHER BUILDING COMPONENTS, INCLUDING FINAL

DETAILS, TO BE APPROVED BY THE ARCHITECT AND MANUFACTURERS BUILDING ENGINEER

PRIOR TO SHOP DRAWING DRAWING APPROVAL.
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LANDSCAPE PLANTER - SEE

SHEET SP2

TOP OF SIDEWALK

TYPICAL - OVERHEAD FULL

VIEW DOORS 16' WIDE x 10' HT.

(TOTAL 4 ON SOUTH ELEVATION)

REMOVE EXISTING VENDOR

CANOPY ROOF FRAMING, ROOF,

AND FOUNDATIONS.

(MR-24) METAL ROOFING

NEW STAIRS, GUARD

RAIL AND HAND RAIL

BEYOND

TOP OF PAVEMENT

EXTERIOR STEEL "H" FRAME

BEYOND - PRIME AND PAINT

PRE-ENGINEERED METAL

BUILDING - CLEAR SPAN FRAMES

CONTINUOUS GUTTER WITH

DOWNSPOUTS - TOTAL (2)

THIS SIDE

(SHADOWALL) 12" REVEAL

METAL SIDING ABOVE DOOR

HEADS

TOP OF PAVEMENT

TYPICAL - OVERHEAD FULL
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(TOTAL 4 ON SOUTH ELEVATION)
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EXISTING VENDOR CANOPY

ROOF FRAMING AND ROOF

TO REMAIN

EXISTING VENDOR CANOPY

COLUMN / FOOTING

TO REMAIN

SAW CUT AND REMOVE

EXISTING VENDOR CANOPY

ROOF FRAMING AND ROOF

CLOSE END WITH METAL

TO MATCH.

TYPICAL - PR. 3' WIDE STEEL

VENDOR SWING GATE WITH WIRE

MESH AND LOCKING HARDWARE.

SEE ELEVATION SHT. A-8

TYPICAL - 42" HT. MIN.

GUARDRAIL - SEE TYP.

ELEVATION ON SHT. A-8

CLOSE END WITH METAL

TO MATCH.

TYPICAL AT CLERESTORY - OVERHEAD

FULL VIEW DOORS 16' WIDE x 4' HT.

INSTALL NEW PRE-ENGINEERED
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RAMP AND STAIR FOUNDATION PLAN

SCALE: 1/4" = 1'-0"
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CON-FORM DECK - TYPICAL

5" X 3" X 1/4" STL. DECK

SUPPORT ANGLE W/ 3/4"

EXPANSION ANCHORS - TYP.

ENTIRE LENGTH OF DECKING -

SEE STRUCTURAL DRAWINGS

BOARD FORM FINISH

ON ALL EXPOSED

CONC. WALLS - TYP.

6" CONC. SLAB ON GRADE

OVER 4" COMPACT GRANULAR

FILL - SEE GRADING PLAN
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ENTIRE LENGTH OF DECKING -
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BOARD FORMED EXPOSED
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NOTE:
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FROM LATCH SIDE

FROM HINGE SIDE

FRONT APPROACH, PULL SIDE
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0 INCHES

36 INCHES

18 INCHES

FROM FRONT

FROM LATCH SIDE

FROM HINGE SIDE PULL

PULL

PUSH

48 INCHES

42 INCHES

54 INCHES

22 INCHES

24 INCHES

(1) ADD 12 INCHES IF CLOSER AND LATCH ARE PROVIDED.

(2) ADD 6 INCHES IF CLOSER AND LATCH ARE PROVIDED.

(3) BEYOND HINGE SIDE.

(4) ADD 6 INCHES IF CLOSER IS PROVIDED.

(1)

(4)

18" MIN.

4
8

"
 
M

I
N

.

FRONT APPROACH, PUSH SIDE, DOOR

PROVIDED W/ CLOSER & LATCH

12" MIN.

HINGE APPROACH, PULL SIDE

36" MIN.

6
0

"
 
M

I
N

.

22" MIN.

HINGE APPROACH, PUSH SIDE

4
2

"
 
M

I
N

.

HINGE APPROACH, PULL SIDE

HINGE APPROACH, PUSH SIDE, DOOR

PROVIDED W/ CLOSER & LATCH

22" MIN.

LATCH APPROACH, PULL SIDE

24" MIN.

5
4

"
 
M

I
N

.

24" MIN.

4
2

"
 
M

I
N

.

24" MIN.

12  X 10  X 2"

AL

0

16  X 10  X 2"

0

0

O.H.

0

AL

O.H.

HARDWARE SET #1

12  X 10  X 2"

0

HARDWARE SET #1

O.H. AL

0

12  X 10  X 2" O.H. AL

0

12  X 10  X 2"
ALO.H.

0

0

O.H.

MAT'L

FRAME

D O O R   A N D   F R A M E   S C H E D U L E

AL

0

AL

0

0

AL

TYPESIZE

0

MAT'L

0

O.H.

13

11

14

AL

NO.
TYPE

09

08

10

06

0

AL

12

0

03

01

07

0

0

02

05

04

AL-1AL

0

DEPTH

AL

DOOR

O.H.

0

FRAME)

(DOOR + REMARKS

AL

0

4-1/2"

LABEL

PR 3  X  7  X  1 - 3/4"

PR 3  X  7  X  1 - 3/4"

A

A

AL AL-1 4-1/2"

0

AL

0

O.H.

0

O.H.

0

0

AL

O.H.

O.H.

0

0

16  X 10  X 2"

16  X 10  X 2"

16  X 10  X 2"

16  X 10  X 2"

16  X 10  X 2"

16  X 10  X 2"

16  X 10  X 2"

19

AL-2

20

SLOPE TOPPED POLYGON

W I N D O W    S C H E D U L E

2

 12  X  12  

0

0

AL

 12  X  12  

SLOPE TOPPED POLYGONAL-2

4-1/2"

AL

2

4-1/2"

O.H. AL

0

15

0

O.H. AL

0

16

0

O.H. AL

0

17

0

O.H. AL

0

18

0

16  X   4  X 2"

16  X   4  X 2"

16  X   4  X 2"

16  X   4  X 2"

21

22

0

3  X  7  X  1 - 3/4"

0

00

HMB HM HM-1 6-1/2"

HMB HM HM-1

HARDWARE SET #2

HARDWARE SET #2

HORIZONTAL TRACKS

HORIZONTAL TRACKS

HORIZONTAL TRACKS

HORIZONTAL TRACKS

SLOPED TRACKS

SLOPED TRACKS

SLOPED TRACKS

SLOPED TRACKS

SLOPED TRACKS

SLOPED TRACKS

SLOPED TRACKS

SLOPED TRACKS

CLERESTORY - ALTERNATE A-1

CLERESTORY - ALTERNATE A-1

CLERESTORY - ALTERNATE A-1
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SCALE: 1/8" = 1'-0"

REFLECTED CEILING PLAN

TYPICAL O.H.

DOOR TRACKS

RIBBED METAL LINER

PANELS - TYP.

ALTERNATE A-1

CLERESTORY ADDITION

NOTE:

HATCHED AREAS INDICATE O.H.

DOORS IN OPEN POSITION. NO

CEILING MOUNTED SUSPENSION

BARS, RODS, CABLES, CONDUITS,

ETC., IN THESE AREAS.

METAL WALL PANEL BY

P.E.M.B. MFR.

PLAN VIEW

SCALE: 1" = 1'-0"
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SECTION VIEW

INTERIOR LINER PANEL

ARCH DETAIL
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WALL DETAIL
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CLAD BACK WALL OF

CLOSET W/ 3/4" TREATED

PLYWOOD AND PAINT
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